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Autortieslbas un precu 
zTmes 

© Autortieslbas 2004 Hewlett- 
Packard Development Company, LP. 
Saja dokumenta ietverta informacija 
var tikt mainTta bez iepriekseja 
bndinajuma. Pavairosana, 
adaptesana vai tulkosana bez 
ieprieksejas rakstiskas atjaujas ir 
aizliegta, iznemot autortiesTbu likumos 
atjautajos gadTjumos. 

Pazinojums 

HP produktu un pakalpojumu servisa 
nodrosinajums ir izklastTts siem 
produktiem un pakalpojumiem 
pievienotajos garantijas pazinojumos. 
Nekas no seit mineta nav 
interpretejams ka papildu garantija. 
HP neatbild par saja teksta pielautam 
tehniskam un redakcionalam kludam 
vai izlaidumiem. 
Kompanija Hewlett-Packard 
Development Company, L.P. nav 
atbildTga par nejausiem vai 
izrietosiem kaitejumiem, kas radusies 
saistTba ar sT dokumenta un 
programmas materiala, kas taja 
aprakstTts, piegadi, veiktspeju vai 
lietosanu vai an izriet no tas. 

Precu zTmes 

HP, HP logotips un PhotoSmart ir 
Hewlett-Packard Development 
Company, L.P. Tpasums. 
Secure Digital logotips ir SD 
Association precu zTme. 
Microsoft un Windows ir Microsoft 
Corporation registretas precu zTmes. 
CompactFlash, CF un CF logotips ir 
CompactFlash Association (CFA) 
precu zTmes. 

Memory Stick, Memory Stick Duo, 
Memory Stick PRO un Memory Stick 
PRO Duo ir Sony Corporation precu 
zTmes vai registretas precu zTmes. 
MultiMediaCard ir Vacijas kompanijas 
Infineon Technologies AG precu zTme 
un licenceta asociacijai MMCA 
(MultiMediaCard Association). 
Microdrive ir Hitachi Global Storage 
Technologies precu zTme. 
SmartMedia ir Toshiba Corporation 
precu zTme. 

xD-Picture Card ir Fuji Photo Film 
Co., Ltd., Toshiba Corporation un 
Olympus Optical Co., Ltd. precu zTme. 
Mac, Mac logotips un Macintosh ir 
Apple Computer, Inc. registretas 
precu zTmes. 



Bluetooth precu zTme un logotipi ir 
Bluetooth SIG, Inc. Tpasums, un 
kompanija Hewlett-Packard Company 
sis zTmes izmanto saskana ar licenci. 
PictBridge un PictBridge logotipi ir 
Camera & Imaging Products 
Association (CIPA) precu zTmes. 
Citi razotaju un to produktu 
nosaukumi ir attiecTgo Tpasnieku 
precu zTmes vai registretas precu 
zTmes. 

Printer! iebuvetas programmaturas 

dajas pamata daleji ir Independent 

JPEG Group darbs. 

Saja dokumenta iekjauto fotoattelu 

TpasumtiesTbas pieder to originalu 

Tpasniekiem. 

Reglamentejosais modela 
identifikacijas numurs 
SDGOA-0403 

Reglamentejosas identifikacijas 
nolQka produktam ir pieskirts 
reglamentejosais modela numurs. 
Produkta reglamentejosais modeja 
numurs ir SDGOA-0403. 
Reglamentejoso numuru nednkst 
sajaukt ar tirdzniecTbas nosaukumu 
(printeris HP PhotoSmart 8400 serija) 
vai produkta numuru (Q3388A). 

Informacija par drosu 
lietosanu 

Lietojot so ierTci, vienmer ieverojiet 
drosTbas pasakumus, lai mazinatu 
ugunsgreka vai elektrotraumu 
iespejamTbu. 

ABrTdinajums Lai izvaintos 
no ugunsgreka vai 
elektrosoka, nepaklaujiet so 
ierTci udens vai jebkada 
veida mitruma ietekmei. 

• Izlasiet un iegaumejiet visas 
HP PhotoSmart 8400 serijas 
uzstadTsanas rokasgramata 
noradTtas instrukcijas. 

• Pievienojot ierTci stravas 
avotam, izmantojiet tikai 
iezemetu elektnbas 
kontaktligzdu. Ja nezinat, vai 
kontaktligzda ir iezemeta, 
ludziet padomu kvalificetam 
elektrikim. 

• Ieverojiet visus uz ierTces 
paradTtos brTdinajumus un 
instrukcijas. 

• Atvienojiet ierTci no stravas 
pirms ierTces tTrTsanas. 



• Neuzstadiet un nelietojiet so 
ierTci Qdens tuvuma, ka an 
neaiztieciet to ar mitram rokam. 

• Uzstadiet ierTci drosa vieta uz 
stabilas virsmas. 

• Uzstadiet ierTci aizsargata vieta, 
kur neviens nevar uzkapt uz 
stravas vada vai paklupt par to 
un vads nevar tikt citadi bojats. 

• Ja ience nedarbojas pareizi, 
informaciju par problemu 
noversanu skatiet ekrana 
redzamaja HP PhotoSmart 
printera palTdzTba. 

• Ience nav detalu, kuras varetu 
apkalpot lietotajs. Apkopi 
uzticiet kvalificetiem servisa 
specialistiem. 

• Lietojiet ierTci vieta ar labu 
ventilaciju. 
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HP PhotoSmart 8400 serija 



\ Apsveicam ar pirkumu! 



Paldies, ka iegadajaties HP Photosmart 8400 serijas printeri! Ar jauno fotoattelu 
printeri varat izdrukat bffnisklgus fotoattelus, saglabat tos datora, ka an viegli Tstenot 
radosas ieceres ar datoru vai bez ta. Varat to pievienot an datortTklam. 



Jauna printera komplektacija ieklauta sada dokumentacija: 

• Uzstadisanas rokasgramata: HP Photosmart 8400 serijas uzstadisanas 
rokasgramata ir aprakstTts, ka uzstadTt printeri. 

• Lietotaja rokasgramata: Lietotaja rokasgramata aprakstTtas printera 
pamatfunkcijas, paskaidrots, ka izmantot printeri, to nepievienojot datoram, ka an 
sniegta informacija par problemu noversanu. Ta ir pieejama lietotaja 
rokasgramatas kompaktdisks. 

• Uzzinu rokasgramata: HP Photosmart 8400 series uzzinu rokasgramata ir ta, ko 
paslaik lasat. Taja ir sniegta pamatinformacija par printeri — uzstadTsana, 
darblba, tehniskais atbalsts un garantija. Lai iegutu detalizetakus noradTjumus, 
skatiet kompaktdisku Lietotaja rokasgramata. 

• HP Photosmart printera palldzlba: Ekrana redzamaja HP Photosmart printera 
palldzlba ir aprakstTts, ka lietot printeri kopa ar datoru, ka an ir ieklauta 
informacija par programmaturas problemu noversanu. 

Kad datora ir instaleta HP Photosmart printera programmatura, varat apskatTt ekrana 
redzamo HP Photosmart printera palTdzTbu: 

• Operetajsistema Windows: izvelne Start (Sakt) izvelieties Programs 
(Programmas) (sistema Windows XP izvelieties All Programs (Visas 
programmas)) > HP > Photosmart 320, 370, 7400, 7800, 8100, 8400, 8700 
series > Photosmart Help. 

• Macintosh: izvelne Finder (Mekletajs) izvelieties Help (PalTdzTba) > Mac Help 
(Mac palldzlba), pec tarn izvelieties Library (Biblioteka) > HP Photosmart 
Printer Help (HP Photosmart printera palldzlba). 



Printera komplektacija ir ieklautas sadas sastavdalas: 

• Printeris HP Photosmart 8400 serija 

• HP Photosmart 8400 serijas Uzstadisanas rokasgramata 

• HP Photosmart 8400 serijas Uzzinu rokasgramata 

• Printera HP Photosmart 8400 serijas programmaturas kompaktdisks 

• Lietotaja rokasgramatas kompaktdisks 

• FotopapTra paraugi 

• FotopapTra uzglabasanas maisins 

• Drukas kasetnes 

• Drukas kasetnes aizsarguzmava 

• Barosanas bloks (ta izskats var atskirties vai var but ieklauts papildu stravas vads) 
[—If PiezTme. Komplektacija dazadas valstTs/regionos var atskirties. 



Papildinformacijas meklesana 



Kas iekjauts komplektacija 




HP Photosmart 8400 serijas uzzinu rokasgramata 



3 



1 . nodala 



Printera apskats 




Printera priekspuse 

1 . Kameras ports 

Izmantojiet so portu, lai 
printerim pieslegtu digitalo 
kameru PictBridge™ vai lai 
ievietotu papildu bezvadu 
printera adapteri HP Bluetooth ®. 

2. Izvada paplate 

Paceliet so paplati, lai ievietotu 
nelielus apdrukas materialus 
vai iznemtu iestregusu papTru 
no printera priekspuses. 

3. PapTra platuma vadotne 
Pielagojiet so vadotni ciesi 
galvenaja paplate ievietota 
papTra malam. 

4. Galvena paplate 
Saja paplate ievietojiet 
drukasanai paredzeto parasto 
papTru, caurspTdTgas filmas, 
aploksnes vai citus apdrukas 
materialus. 

5. Izvada paplates pagarinajums 
Paceliet melTti un pec tarn 
pavelciet to uz savu pusi, lai 
pagarinatu izvada paplati, kura 
jauztver izdrukatais papTrs. 

6. PapTra gamma vadotne 
Piestumiet so vadotni ciesi pie 
galvenaja paplate ievietota 
papTra malas. 

7. FotopapTra paplate 
Paceliet izvada paplati, lai 
fotopapTra paplate ievietotu 
fotopapTru. 

8. FotopapTra paplates sITdnis 
Virziet so sITdni uz prieksu, lai 
aktivizetu fotopapTra paplati. 

9. Augsejais parsegs 
Paceliet so parsegu, lai 
pieklutu drukas kasetnem un to 
glabasanas vietai vai lai 
iznemtu iestregusu papTru. 
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HP PhotoSmart 8400 serija 



(turpinajums) 

10. Printera displejs 

Izmantojiet so ekranu, lai 
apskatTtu savus fotoattelus un 
izvelnes opcijas. 

1 1 . Atminas karsu sloti 
levietojiet atminas kartes seit. 

Printera aizmugure 

1 . Ethernet ports 

Izmantojiet so portu, lai printeri 
pievienotu tTklam. 

2. Stravas vada kontaktligzda 
Izmantojiet so portu, lai 
pievienotu printera 
komplektacija ietilpstoso 
stravas vadu. 

3. USB ports 
Izmantojiet so portu, lai printeri 
savienotu ar datoru vai HP 
tiesas drukas digitalo 
fotokameru. 

4. Aizmugurejais vaks 
Nonemiet so vaku, lai iznemtu 
iestregusu papTru. 

VadTbas panelis 

1. On (leslegt) 

Nospiediet so pogu, lai ieslegtu 
printeri vai ieslegtu to energijas 
taupTsanas rezTma. 

2. Save (Saglabat) 
Nospiediet so pogu, lai atminas 
karte esosos fotoattelus 
saglabatu datora. 

3. HP Instant Share 
Nospiediet so pogu, lai 
fotoattelu nosutTtu pa e-pastu 
vai izmantojot tTklu (ja ir 
izveidots savienojums). 
Plasaku informaciju skatiet 
Savienojuma izveidosana, 
izmantojot HP Instant Share. 

4. Attelu izveles bultinas 
Izmantojiet sis bultinas, lai 
atminas karte ritinatu attelus. 

5. Fotoattelu izvele 
Izmantojiet so pogu, lai 
izveletos drukasanai sobrld 
paradTto attelu vai videoklipa 
kadru. 
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1 . nodaja 
(turpinajums) 




b. Cancel (Atcelt) 




Nospiediet so pogu, lai atceltu 




fotoattelu izveh, izietu no 




171/olnop \/*^ i *^ i*t i*^ i il^ti i ii ioi i 
IZVcMllob Veal pdl u clUKLU JUbU 




pieprasTtas darbTbas izpildi. 




7. Zoom (Talummaina) 




Nospiediet so pogu, lai ieslegtu 




talummainas rezTmu un 




izmainTtu sobnd paradTto 




fotoattelu vai izietu no attelu 




skatTsanas rezTma. 



8. Izvelne 

Nospiediet so pogu, lai skatTtu 
printera izvelni. 

9. Rotate (Pagriesana) 
Nospiediet so pogu, lai 
pagrieztu sobnd redzamo 
fotoattelu. 

10. OK (Labi) 
Nospiediet so pogu, lai 
atbildetu uz printera ekrana 
redzamajiem jautajumiem, 
izveletos izvelnes iespejas, 
ieslegtu attelu skatTsanas 
rezTmu un paradTtu videoklipu. 

1 1 . Navigacijas bultinas 
Izmantojiet sis bultinas, lai 
ritinatu printera izvelnes 
iespejas, novietotu 
apgriesanas konturu un vadTtu 
videoklipa atskanosanas 
atrumu un virzienu. 

12. Print (Drukat) 

Nospiediet so pogu, lai drukatu 
ievietotaja atminas karte 
izveletos fotoattelus. 

13. Layout (Izkartojums) 
Nospiediet so pogu, lai 
izveletos fotoattelu drukas 
izkartojumu. 
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HP PhotoSmart 8400 serija 



(turpinajums) 



o o 




Indikatori 

1. leslegsanas indikators 

- leslegts — strava ir 
pieslegta. 

- Izslegts — printeris 
atrodas energijas 
taupTsanas rezTma. 

2. PapTra padeves indikatori 

- FotopapTra paplates 
indikators ieslegts — 
fotopapTra padeve ir 
primara. 

- Galvenas paplates 
indikators ieslegts — 
galvena papTra padeve ir 
primara. 

3. Statusa indikators 

- leslegts (zajs) — strava ir 
ieslegta un printeris sobnd 
nedruka. 

- Izslegts — printeris 
atrodas energijas 
taupTsanas rezTma. 

- Mirgo zaja gaisma — 
printeris druka. 

- Mirgo sarkana gaisma — 
problema printera darba. 

4. Drukas izkartojuma indikatori 
Norada pasreizeju drukas 
izkartojumu. 

5. Atminas kartes indikators 

- leslegts — atminas karte 
ir ievietota pareizi. 

- Izslegts — atminas kartes 
slots ir tukss. 

- Mirgo — tiek lietota 
HP Instant Share 
programmatura vai notiek 
datu parsutTsana starp 
atminas karti un printeri 
vai datoru. 
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1 . nodala 



Printera izvelne 

Nospiediet pogu Izvelne, lai pieklutu printera izvelnei. Ja apskatat apaksizvelni, 
nospiezot pogu Izvelne, var atgriezties printera galvenaja izvelne. 

Lai parvietotos pa printera izvelni: 

• Izmantojiet navigacijas bultinas i vai t. lai ritinatu printera ekrana redzamas 
izvelnes iespejas. Izvelnes iespejas, kas nav pieejamas, ir dezaktivizetas. 

• Nospiediet (Labi), lai atvertu izvelni vai izveletos kadu opciju. 

• Nospiediet "ancel (Atcelt), lai izietu no pasreizejas izvelnes. 



Printera izvelnu struktura 



Augseja 

ITmena 

izvelne 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 


Drukas 
opcijas 


Print all fDrukat vi^n\ 

i i 1 1 1 l ail I \j I unai vioui 




Print nrnof ^hppt /Drukat 

1 I nil uiuui oncci V ufvcii 

attelu parskata lapu) 




J?ran nrnof ^hppt /fikpnpt 

attelu parskata lapu) 




Video action prints 
(Videoklipu izdrukas) 




Print range (Drukas diapazons) 


Select beginning of range 
(Izvelieties diapazona sakumu): 


Select end of range (Izvelieties 
diapazona beigas): 


Print index page (Drukat attelu 
radltaju) 




Print new (Drukat jaunos) 




Edit 

(Rediget) 


Remove red eye (Nonemt 
sarkano acu efektu) 




Photo brightness (Fotoattelu 
spilgtums) 


Photo brightness (Fotoattelu 
spilgtums): 

(Nospiediet navigacijas bultinu 
p- vai ^j, lai palielinatu vai 
samazinatu attela spilgtumu.) 


Add frame (leramet) 


Select pattern (Izvelieties rakstu): 


Select color (Izvelieties krasu): 
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HP PhotoSmart 8400 serija 



Printera izvelnu struktura (turpinajums) 



Augseja 

ITmena 

izvelne 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 




Add color effect (Pievienot 
krasu efektu) 


Choose color effect (Izvelieties 
krasu efektu): 

• Black and white (Melnbalta 
fotografija) 

• Sepia (Sepija) 

• Antique (AntTks) 

• Solarize (Pargaismot) 

• Metallic (Metalisks) 

• Red filter (Sarkanais filtrs) 

• Blue filter (Zilais filtrs) 

• Green filter (Zalais filtrs) 

• No effect (Bez efekta) (pec 
noklusejuma) 

Krasu efekts neietekme kadrus, 
kas izveidoti, izmantojot iespeju 
Add frame (leramet). 


Tools (RTki) 


View 9-up (SkatTt 9 attelus) 






Slide show (SITdrade) 


Lai apturetu vai atsaktu sITdradi, 
nospiediet (Labi); lai beigtu 
sITdradi, nospiediet pogu Cancel 
(Atcelt). 




Print quality (Drukas kvalitate) 


Print quality (Drukas kvalitate): 

• Best (Vislabaka) (pec 
noklusejuma) 

• Normal (Standarta) 




Network (Tikis) 


Network (TTkls): 

• Print detailed report (Drukat 
detalizetu atskaiti) 

Tiek izdrukata tTkla 
konfiguracijas lappuse, kura 
noradTts printera ierTces 
nosaukums, IP adrese, 
apakstTkla maska, saites 
atrums, DNS u.c. 

• Display summary (ParadTt 
kopsavilkumu) 

Printera ekrana tiek 
paradTts printera ierTces 
nosaukums, IP adrese un 
apakstTkla maska. 

• Restore defaults (Atjaunot 
noklusejumus) 
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Printera izvelnu struktura (turpinajums) 



Augseja 

ITmena 

izvelne 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 






Tiek atjaunoti noklusetie 
tTklosanas iestatTjumi. 


Print sample page (Drukat 
paraugu) 




Print test page (Drukat testa 
lappusi) 




Clean cartridges (Tint 
kasetnes) 


Continue to second level 
cleaning? (Vai turpinat ar otra 
ITmena tTffsanu?) 

• Yes (Ja) 

• No (Ne) 


Continue to third level cleaning? 
(Vai turpinat ar tresa ITmena 
tTrTsanu?) 

• Yes (Ja) 

• No (Ne) 


Align cartridges (Izlldzinat 
kasetnes) 




Bluetooth 


Device address (lerlces adrese) 


Device address (lerTces adrese): 

(Dazas ierTces ar Bluetooth 
bezvadu tehnologiju tiek 
pieprasTts ievadTt tas ierTces 
adresi, kura jaatrod. ST izvelnes 
iespeja norada ierTces adresi.) 


Device name (lerTces 
nosaukums) 


Device name (lerTces 
nosaukums): 

(Varat izveleties printerim ierTces 
nosaukumu, ar kadu tas bus 
redzams citas ierTces ar 
Bluetooth bezvadu tehnologiju.) 


Passkey (Atslega) 


(Nospiediet navigacijas bultinu 

lai palielinatu skaitli par 
vienu; nospiediet navigacijas 
bultinu y, lai samazinatu skaitli. 
Nospiediet (Labi), lai parietu 
uz nakamo ciparu.) 

(Printerim varat pieskirt 
Bluetooth ciparu atslegu, kas 
Bluetooth tehnologijas iencu 



HP PhotoSmart 8400 serija 



Printera izvelnu struktura (turpinajums) 



Augseja 

ITmena 

izvelne 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 






lietotajiem, kuri mekle printeri, ir 
jaievada, lai varetu to izmantot, 
ja ir iestatTts High (Augsts) 
printera Bluetooth Security 
level (DrosTbas ITmenis). Pec 
noklusejuma atslega ir 0000.) 




Accessibility (PieejamTba) 


Accessibility (PieejamTba): 

• Visible to all (Redzams 
visiem) 

• Not visible (Nav redzams) 
Ja Accessibility 
PieejamTba ir iestatTta uz 
Not visible (Nav redzams), 
drukat var tikai no iencem, 
kuras zina sTs iences adresi. 

(Bluetooth printeri var padant 
redzamu vai neredzamu citas 
iences ar Bluetooth bezvadu 
tehnologiju, mainot ta 
pieejamTbas opciju.) 




Security level (DrosTbas 
ITmenis) 


Security level (DrosTbas ITmenis): 

• High (Augsts) 

(Citu iencu ar Bluetooth 
bezvadu tehnologiju 
lietotajiem tiek pieprasTts 
ievadTt printera atslegu.) 

• Low (Zems) 

(Citu ieffcu ar Bluetooth 
bezvadu tehnologiju 
lietotajiem netiek pieprasTts 
ievadTt printera atslegu.) 




Reset Bluetooth options 
(Atjaunot Bluetooth opcijas) 


Reset Bluetooth options 
(Atjaunot Bluetooth opcijas): 

• Yes (Ja) 

• No (Ne) 


Help 

(PalTdzTba) 


Memory cards (Atminas kartes) 


PalTdzTba par atminas kartem: 

(Izvelieties, lai sanemtu 
informaciju par atbalstTtajam 
atminas kartem.) 
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Printera izvelnu struktura (turpinajums) 



Augseja 
ITmena 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 


izvelne 








Cartridges (Kasetnes) 


Print Cartridge Help (PalTdzTba 
darba ar drukas kasetnem): 

(Nospiediet navigacijas bultinu 
A vai T, lai ritinatu printerim 
pieejamo HP drukas kasetnu 
sarakstu, pec tam nospiediet OK 
(Labi), lai skatTtu kasetnes 
ievietosanas instrukciju.) 




Photo sizes (Fotoattelu izmeri) 


Photo Sizes Help (PalTdzTba par 
fotoattelu izmeriem): 

(Nospiediet navigacijas bultinu 
^ vai T, lai ritinatu pieejamos 
fotoattelu izmerus.) 




Paper loading (PapTra 
ievietosana) 


Paper Loading Help (PalTdzTba 
par papTra ievietosanu): 

(Nospiediet navigacijas bultinu 
^ vai if , lai atrastu informaciju 
par papTra ieladi.) 




Paper jams (lestredzis papTrs) 


Paper Jam Help (PalTdzTba, ja 
iestredzis papTrs): 

(Izvelieties so iespeju, lai skatTtu 
instrukcijas, ka iznemt 
iestregusu papTru.) 




Camera connect (Pievienota 
kamera) 


Camera Connect Help 
(PalTdzTba par kameras 
pievienosanu): 

(Izvelieties so iespeju, lai 
skatTtu, ka printerim pievienot 
saderTgu digitalo fotokameru 
PictBridge.) 


Preferences 
(PrieksrocTb 
as) 


SmartFocus 


SmartFocus ieslegsana: 

• On (leslegt) (pec 
noklusejuma) 

• Off (Izslegt) 




Digital flash (Digitala 
zibspuldze) 


Digitalas zibspuldzes ieslegsana: 

• On (leslegt) 

• Off (Izslegt) (pec 
noklusejuma) 
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Printera izvelnu struktura (turpinajums) 



Augseja 

ITmena 

izvelne 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 




Date/time (Datums/laiks) 


Date/time stamp (Datuma/laika 
markieris): 

• Date/time (Datums/laiks) 

• Date only (Tikai datums) 

• Off (Izslegt) (pec 
noklusejuma) 




Colorspace (Krasu modelis) 


Choose colorspace (Izvelieties 
krasu modeli): 

• sRGB 

• Adobe RGB 

• Auto-select (Automatiska 
izvele) (pec noklusejuma) 

Ja ir iestatTta automatiska izvele, 
pec noklusejuma printeris 
izvelas krasu modeli Adobe 
RGB, ja tads ir pieejams. Ja 
Adobe RGB nav pieejams, 
printeris pec noklusejuma 
izmanto sRGB. 




Passport photo mode (Pases 
fotoattelu rezlms) 


Turn passport photo mode 
(leslegt pases fotoattelu rezTmu): 

• On (leslegt) 

• Off (Izslegt) (pec 
noklusejuma) 

Select Size (Izvelieties izmeru): 

Ja izvelaties On (leslegt), 
printeris piedava pases 
fotoattelu formatu. Pases 
fotoattelu rezTms norada, ka visi 
fotoatteli ir jadruka atlasTtaja 
formats. Katra lappuse ir viens 
fotoattels. Tacu, ja velaties 
izdrukat vairakus fotoattela 
eksemplarus, tie tiek drukati 
viena lappuse (ja ir pietiekami 
daudz vietas). 

Pases fotoattelu rezlma 
izdrukatie fotoatteli pirms 
laminesanas irjanozave vismaz 
nedelu. 



HP PhotoSmart 8400 serijas uzzinu rokasgramata 
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Printera izvelnu struktura (turpinajums) 



Augseja 

ITmena 

izvelne 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 




Paplates izvele 


Izvelieties, kuru papTra paplati 
izmantosit: 

• Prieksejo (pec noklusejuma, 
ja nav uzstadTta 
aizmugureja papTra paplate) 

• Aizmugureja 

• Vaicat katru reizi (pec 
noklusejuma, ja ir uzstadTta 
aizmugureja papTra paplate) 


Noteikt papTra veidu 


Automatiska papTra noteiksana: 

• On (leslegt) (pec 
noklusejuma) 

• Off (Izslegt) 


Preview animation 
(Animacijas prieksskatljums) 


leslegt animacijas 
prieksskatTjumu: 

• On (leslegt) (pec 
noklusejuma) 

• Off (Izslegt) 


Video enhancement 
(Videoklipu uzlabosana) 


leslegt videoklipu drukas 
uzlabosanas rezTmu: 

• On (leslegt) 

• Off (Izslegt) (pec 
noklusejuma) 


Restore defaults (Atjaunot 
noklusejumus) 


Atjaunot sakotnejos rupnTcas 
iestatTjumu: 

• Yes (Ja) 

• No (Ne) 

Tiek atjaunoti rupnTcas 
iestatTjumi visam izvelnes 
iespejam, iznemot Select 
language (Izveleties valodu) un 
Select country/region 
(Izveleties valsti/regionu) 
(izvelnes Preferences 
(PrieksrocTbas) apaksizvelne 
Language (Valoda)) un 
Bluetooth iestatTjumus (galvenas 
printera izvelnes apaksizvelne 
Bluetooth). Sis iestatTjums 
neietekme noklusetos 
HP Instant Share vai tTkla 
iestatTjumus. 
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Printera izvelnu struktura (turpinajums) 



Augseja 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 


ITmena 






izvelne 








Language (Valoda) 


Select language (Izveleties 






valodu): 






Select country/region (Izveleties 






valsti/regionu): 



Informacija par paplru 

Printeris var drukat dazadu izmeru fotoattelus un dokumentus, sakot no 76x127 mm 
(3x5 collas) ITdz 216x356 mm (8,5x14 collas), ka an uz 216 mm (8,5 collas plata) 
nepartrauktas padeves papTra. 



Papira veids 



Ka ievietot papTru 



Izmantojama paplate 



Letter vai A4 

formata papTrs 

CaurspTdTgas 

filmas 

20x25 cm 

(8x10collu) 

fotopapTrs 



1 . Paceliet izvades paplati. 

2. levietojiet parasto papTru, 
fotopapTru vai 
caurspTdTgas filmas ar 
apdrukajamo pusi uz leju. 
Parliecinieties, vai papTra 
kaudzTte nav augstaka 
par papTra garuma 
vadotnes augsejo malu. 

3. Velciet fotopapTra 
paplates sITdni virziena uz 
sevi, ITdz tas apstajas. 
lesledzas galvenais 
indikators, noradot, ka 
nakamajai izdrukai tiks 
izmantots papTrs no 
galvenas paplates. 

4. Nolaidiet izvada paplati. 



Galvena paplate 




PapTra platuma vadotne 
PapTra garuma vadotne 
FotopapTra paplates sITdnis 
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1 . nodala 
(turpinajums) 



Papira veids 



10x15 cm (4x6 
collu) fotopapTrs 
Attelu radTtaja 
kartTtes 

Hagaki kartTtes 
L formata 
kartTtes 



Ka ievietot papiru 



13x18 cm (5x7 
collu) fotopapTrs 
Aploksnes 



1 . Paceliet izvades paplati. 

2. levietojiet papTru ar 
apdrukajamo pusi uz leju. 
Ja izmantojat papTru ar 
malinu, ievietojiet to ta, lai 
malina printerT tiktu 
ievilkta pedeja. 

3. Nolaidiet izvades paplati. 

4. Pastumiet fotopapTra 
paplates sITdni virziena no 
sevis, ITdz tas apstajas. 
lesledzas fotopapTra 
paplates indikators, 
noradot, ka nakamajai 
izdrukai tiks izmantots 
papTrs no fotopapTra 
paplates. 



Nonemiet izvades paplati, 
nospiezot pogas tas 
sanos un velkot paplati uz 
savu pusi. 

levietojiet fotopapTru ar 
apdrukajamo pusi uz leju. 
levietojiet aploksnes ar 
priekspusi uz leju un 
parloku kreisaja puse. 
Aploksnu parlokus 
ievietojiet aploksnes, lai 
tas neiestregtu. 
Novietojiet atpakal 
izvades paplati. 
Velciet fotopapTra 
paplates sITdni virziena uz 
sevi, ITdz tas apstajas. 
lesledzas galvenais 
indikators, noradot, ka 
nakamajai izdrukai tiks 
izmantots papTrs no 
galvenas paplates. 



Izmantojama paplate 



Fotopapira paplate 




Izvada paplate 

PapTra platuma vadotne 

PapTra gamma vadotne 




Galvena ievada paplate 




Papira gamma vadotne 
PapTra platuma vadotne 
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Informacija par drukas kasetni 

HP Photosmart 8400 serijas printeris spej izdrukat gan krasu, gan melnbaltus 
fotoattelus. HP nodrosina dazadu veidu drukas kasetnes, lai jus varetu izveleties tas, 
kas ir vispiemerotakas jusu iecerem. Saja printer! izmantojamo kasetnu numuri ir 
noradTti uz aizmugureja vaka. 

Lai izdrukam butu vislabaka kvalitate, ieteicams izmantot tikai HP drukas kasetnes. 
Saja tabula neieklautas kasetnes uzstadTsana var but iemesls printera garantijas 
anulesanai. 



Izmantojiet piemerotas drukas kasetnes 



Lai izdrukatu... 


K re i saja 
nodalTjuma 
ievietojiet sadu 
drukas kasetni 


Videja 
nodalTjuma 
ievietojiet sadu 
drukas kasetni 


Labaja 
nodalTjuma 
ievietojiet sadu 
drukas kasetni 


Krasainus 
fotoattelus 


HP fotodrukas 
kasetni nr. 348 


HP trTskrasu 
drukas kasetni nr. 
343 vai nr. 344 


HP pelektonu 
fotodrukas kasetni 
nr. 100 


Melnbaltus 
fotoattelus 


HP fotodrukas 
kasetni nr. 348 


HP trTskrasu 
drukas kasetni nr. 
343 vai nr. 344 


HP pelektonu 
fotodrukas kasetni 
nr. 100 


Fotoattelus ar 
sepijas vai antTko 
efektu 


HP fotodrukas 
kasetni nr. 348 


HP trTskrasu 
drukas kasetni nr. 
343 vai nr. 344 


HP pelektonu 
fotodrukas kasetni 
nr. 100 


Tekstu un 
krasainus 
zTmejumus 


HP fotodrukas 
kasetni nr. 348 


HP trTskrasu 
drukas kasetni nr. 
343 vai nr. 344 


HP melnbaltas 
drukas kasetni nr. 
339 



AUzmanTbu Parbaudiet, vai izmantojat pareizas drukas kasetnes. lelagojiet 
an, ka HP neiesaka modificet vai atkartoti uzpildTt HP kasetnes. Uz 
bojajumiem, kas radusies HP kasetnu modificesanas vai atkartotas uzpildes 
del, HP garantijas saistTbas neattiecas. 

Lai izdrukam butu vislabaka kvalitate, drukas kasetnes ieteicams izlietot ITdz 
datumam, kas noradTts uz iepakojuma. 



HP Photosmart 8400 serijas nzzinu rokasgramata 
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1 . nodala 



Drukas kasetnu ievietosana un nomaina 




Nonemiet sarto lenti 




Nepieskarieties seit 




Printera un kasetnu sagatavosana 

1 . Parbaudiet, vai printeris ir pieslegts stravai un 
vai no printera ir iznemts kartons. 

2. Paceliet printera galveno vaku. 

3. No visam kasetnem nonemiet spilgti roza lenti. 

Neaiztieciet tintes sprauslas un vara krasas 
kontaktus un nelTmejiet lenti atpakal uz kasetnem. 



Kasetnu ievietosana 

1 . Lai nomainTtu kasetni, spiediet uz leju un 
velciet uz aru kasetnes nodalTjuma vacinu, lai 
to atvertu un iznemtu kasetni. 

2. Pieskanojiet uz kasetnes uzlTmes redzamo 
simbolu atbilstosajam nodalTjumam. Turiet 
kasetni ar uzlTmi un augsu un, nedaudz 
noliecot, iebTdiet to nodalTjuma ar vara krasas 
kontaktiem pa prieksu. Stumiet kasetni, ITdz ta 
nofiksejas sava vieta. 

3. Aizveriet kasetnes nodalTjuma vacinu. 

4. Atkartojiet ieprieks aprakstTtas darbTbas, lai 
ievietotu citas kasetnes, ja nepieciesams. 

5. Pec kasetnu ievietosanas aizveriet galveno 
vaku. 

Lai printeris darbotos, ka paredzets, ir jaievieto 
visas tns kasetnes. 

Padoms Drukas rezTms ar tintes rezervi lauj 
turpinat drukat pat tad, ja kada no drukas kasetnem 
partrauc stradat vai taja beidzas tinte. Iznemiet so 
kasetni un aizveriet galveno vaku, lai aktivizetu 
drukas rezTmu ar tintes rezervi. Printeris turpina 
drukat, tacu darbojas lenak un ar mazaku drukas 
kvalitati. Zinojums norada, ka printeris darbojas 
drukas rezTma ar tintes rezervi. Nomainiet kasetni 
pec iespejas atrak. 

Gaidstaves rezTma printera displeja ir redzamas tns 
ikonas, kas aptuveni norada tintes ITmeni katra 
kasetne (100%, 75%, 50%, 25% un gandrTz tuksa). 
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Drukas kasetnu ievietosana un nomaina (turpinajums) 



Tintes limena ikonas nav redzamas, ja kaut viena 
no ievietotajam kasetnem nav originals HP kasetne. 

Ikreiz, kad ievietojat vai nomainat drukas kasetni, 
tiek paradTts uzaicinajums drukat izlTdzinajuma 
lapu. Tadejadi tiek nodrosinata augsta izdruku 
kvalitate. 

Kasetnu izlldzinasana 

1 . levietojiet papTru ievades paplate. 

2. Lai veiktu kasetnes izlTdzinasanu, izpildiet 
ekrana redzamos noradTjumus. 



Ja drukas kasetni neizmantojat 

Iznemot drukas kasetni no printera, glabajiet to 
drukas kasetnes aizsarguzmava, ja tada ir 
pieejama. Kasetnes aizsarguzmava aizkave tintes 
izzusanu. Nepareizi uzglabajot kasetni, var rasties 
tas darbTbas traucejumi. 

"* Lai ievietotu kasetni kasetnes aizsarguzmava, 
iebTdiet kasetni neliela lenkT kasetnes 
aizsarguzmava, ITdz ta nostajas vieta. 

Pec kasetnes ievietosanas kasetnes 
aizsarguzmava ievietojiet to glabasanas zona, kas 
atrodas zem printera virseja vaka. 




HP PhotoSmart 8400 serijas uzzinu rokasgramata 
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1 . nodala 



20 HP PhotoSmart 8400 serija 



2 Drukasana ar jauno printeri 



Drukat augstas kvalitates attelus sev, gimenei un draugiem ir viegli. Saja nodala ir 
pastastTts par atru darba saksanu, ka an sniegtas sTkas instrukcijas par atminas karsu 
lietosanu, fotoattelu izveli un vel daudz ko citu. 



Atra darba saksana 

Izdrukat fotoattelus tagad ir vieglak par vieglu! RTkojieties sadi. 



1. darbiba. Printera sagatavosana darbam 




Drukas kasetnes 
ievietosana 




Papira ievietosana 



1 . Uzstadiet drukas kasetnes. 

Skatiet nodalu Informacija par drukas kasetni. 

a. Izsainojiet drukas kasetni un nonemiet 
aizsarglenti. Neaiztieciet vara krasas 
kontaktus un tintes sprauslas. 

b. Atveriet printera augsdalu. 

c. Pieskanojiet uz kasetnes uzlTmes redzamo 
simbolu atbilstosajam nodalTjumam. Turiet 
kasetni ar uzlTmi un augsu un, nedaudz 
noliecot, iebTdiet to nodalTjuma ar vara krasas 
kontaktiem pa prieksu. Stumiet kasetni, ITdz ta 
nofiksejas sava vieta. 

d. Atkartojiet sis darbTbas katrai drukas kasetnei, 
kuru velaties uzstadTt. 

2. levietojiet fotopapTru. 

Skatiet nodalu Informacija par papTru. 

a. Paceliet izvades paplati. 

b. levietojiet papTru ar apdrukajamo pusi uz leju. 
Ja izmantojat papTru ar malinu, ievietojiet to 
ta, lai malina printer! tiktu ievilkta pedeja. 

c. Nolaidiet izvada paplati. 

d. Pastumiet fotopapTra paplates sITdni virziena 
no sevis, ITdz tas apstajas. lesledzas 
fotopapTra paplates indikators, noradot, ka 
nakamajai izdrukai tiks izmantots papTrs no 
fotopapTra paplates. 

Ja nevelaties drukat uz maza formata materialiem, ka 
paradTts piemera, to vieta varat galvenaja paplate 
ievietot fotopapTru. 
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2. nodala 



2. darbiba. Fotoattelu izvele 




Atminas kartes 
ievietosana 




Fotoattelu izvele 



1 . levietojiet atminas karti ar fotoatteliem. 

Uzmanlbu Nepareizi ievietojot atminas karti, var 
sabojat gan karti, gan printeri. Plasaku informaciju 
skatiet Atminas karsu lietosana. 

2. Spiediet bultinas Select Photos (Izveleties attelu) 
4 vai , lai parvietotos pa atminas karte 
saglabatajiem fotoatteliem. 

3. Nospiediet pogu Select Phot< ^ (Izveleties 
attelu), lai izveletos izdrukajamo attelu. Printera 
displeja izveleta fotoattela kreisaja stun tiek 
paradTta atzTme. 

Plasaku informaciju par fotoattelu izveli skatiet 
nodala Fotoattelu izvele. 



3. darbiba. Drukasana 





~* Nospiediet Print (Drukat), lai izdrukatu izveletos 


fe-5ii:£i ' 


fotoattelus. 


Fotoattelu drukasana 





Drukasana, neizmantojot datoru 

Ar HP Photosmart 8400 serijas printeri varat izdrukat bnniskTgus fotoattelus — turklat 
bez savienojuma ar datoru. 



Atminas karsu lietosana 

Kad ar digitalo kameru esat uznemis fotoattelus, varat iznemt atminas karti no 
kameras un ievietot to printer!, lai apskatTtu un izdrukatu fotoattelus. Printeris spej lasTt 
sadas atminas kartes: CompactFlash™, Memory Sticks, Microdrive™, 
MultiMediaCard ", Secure Digital™, SmartMedia™ un xD-Picture Card™. 

A Uzmanlbu Lietojot citu veidu atminas kartes, var sabojat atminas karti un 
printeri. 

Citus panemienus, ka parsutTt fotoattelus no digitalas kameras uz printeri, skatiet 
nodala Savienojuma veidosana ar citam ieffcem. 



Atbalstitie failu formati 

Printeris spej atpazTt un no atminas kartes izdrukat sadu formatu failus: JPEG, 
nesaspiestus TIFF, AVI (JPEG saspiesana), QuickTime (JPEG saspiesana) un 
MPEG-1. Ja jusu digitalaja kamera fotoatteli un videoklipi tiek saglabati citos formatos, 
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HP Photosmart 8400 serija 



saglabajiet sos failus datora un drukajiet, izmantojot atbilstosas lietojumprogrammas. 
Plasaku informaciju skatiet HP Photosmart printera palTdzTba. 



Atminas karsu ievietosana 

Kad ar digitalo kameru esat uznemis fotoattelus, iznemiet atminas karti no kameras 
un ievietojiet to printer!. 

AUzmanlbu Neiznemiet atminas karti, kad mirgo atminas kartes indikators. 
Mirgojoss indikators nozlme, ka printeris strada ar atminas karti. Atminas 
kartes iznemsana darba laika var sabojat printeri un atminas karti vai sagraut 
informaciju uz atminas kartes. 




Atminas kartes ievietosana 

1. Iznemiet visas atminas kartes, kas ir ievietotas atminas karsu slotos. Printer! 
vienlaikus drTkst atrasties tikai viena karte. 

2. Atrodiet atminas kartei paredzeto slotu. 

3. Ievietojiet atminas karti slota ar vara krasas kontaktiem uz leju vai metala 
kontaktu cauruminiem verstiem pret printeri. 

4. UzmanTgi bTdiet atminas karti printer!, ITdz ta apstajas. 

Printeris nolasa atminas karti un tad parada kartes pirmo fotografiju. Ja jus 
izmantojat digitalo kameru fotografiju izvelei uz kartes, printeris jauta, vai jus 
velaties drukat kamera izveletos attelus. 

Fotoattelu izvele 

Izmantojot printera vadTbas paneli, drukasanai varat izveleties vienu vai vairakus 
fotoattelus. 



Lai izveletos fotoattelu 

1 . Ievietojiet atminas karti. 

2. Nospiediet bultinas Select Photos (Izveleties attelu) 4 vai lai parvietotos ITdz 
fotoattelam, ko velaties izdrukat. 



HP Photosmart 8400 serijas nzzinu rokasgramata 



23 



2. nodala 



\ ' * Padoms Lai parvietotos pa fotoatteliem, nospiediet un turiet bultinu 
~\f~ Select Photos (Izveleties attelu) 4 vai ^. 

3. Nospiediet pogu Select Photo (Izveleties attelu), lai izveletos fotoattelu, kas 
sobffd ir redzams printera displeja. 

Printera displeja kreisaja apakseja stuff tiek paradTta atzTme, kas liecina, ka sis 
fotoattels ir atlasTts izdrukasanai. Nospiediet pogu Select Photc ^ (Izveleties 
attelu) vairakas reizes, lai izdrukatu vairakus fotoattela eksemplarus. Blakus 
atzTmei redzamais skaitlis apzlme izdrukajamo eksemplaru skaitu. Nospiediet 
Cancel (Atcelt), lai eksemplaru skaitu samazinatu par vienu. 

4. Lai izveletos papildu fotoattelus, atkartojiet ieprieksejas darbTbas. 



Lai atceltu fotoattela izveli 

1 . Nospiediet bultinas Select Photos (Izveleties attelu)^ vai p- , lai parvietotos ITdz 
vajadzTgajam fotoattelam. 

2. Nospiediet Cancel (Atcelt). 

Atcelot fotoattelu izveli, fotoatteli no atminas kartes netiek dzesti. 



Izveleto fotoattelu drukasana 

Fotoattelus var izdrukat no atminas kartes vai tiesi no kameras PictBridge un HP 
digitalas kameras. Varat izdrukat atseviskus vai visus fotoattelus, attelu radTtaja 
izveletos fotoattelus vai fotoattelu diapazonu. Instrukcijas skatiet Lietotaja 
rokasgramata, kas ir pieejama Lietotaja rokasgramatas kompaktdiska. 



Fotoattelu uzlabosana 

Printer! tiek piedavati dazadi ffki un efekti, kas lauj uzlabot fotoattelus vai tos radosi 
izmantot. Varat pievienot krasu efektus, nonemt sarkano acu efektu un pievienot 
dekoratTvu ramTti. Sie iestatTjumi nemaina fotoattela originalu. Tie attiecas tikai uz 
izdruku. Instrukcijas skatiet Lietotaja rokasgramata, kas ir pieejama Lietotaja 
rokasgramatas kompaktdiska. 



Printera prieksroclbu maina 

Izmantojot printera izvelni vadTbas panelT, printera noklusetos iestatTjumus varat 
mainTt. Printera prieksrocTbas ir vispareji iestatTjumi. Tie tiek izmantoti visiem 
drukajamiem fotoatteliem. PilnTgs pieejamo printera prieksroclbu un to rupnTcas 
nokluseto iestatTjumu saraksts ir pieejams nodala Printera izvelne. NoradTjumus par 
printera prieksroclbu mainu skatiet Lietotaja rokasgramata, kas ir pieejama Lietotaja 
rokasgramatas kompaktdiska. 

Savienojuma izveide 

Izmantojiet printeri, lai izveidotu savienojumu ar citam ieffcem vai personam. 
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Savienojuma veidosana ar citam iencem 

Pastav vairaki panemieni, ka so printeri savienot ar datoru vai citam iencem. Katram 
savienojuma veidam tiek piedavatas dazadas iespejas. 



Savienojuma veids un tarn 
nepieciesamie piederumi 


Dod iespeju... 


USB 

• Universalas serialas kopnes (USB) 
1.1 vai 2.0 pilnu atrumu 
nodrosinosais saderTgais kabelis, 
ne vairak ka 3 metrus (10 pedas) 
gars. NoradTjumus par printera 
savienosanu ar USB kabeli skatiet 
UzstadTsanas rokasgramata. 

• Dators ar interneta piekluvi (lai 
varetu izmantot HP Instant Share). 


• Drukasana, izmantojot datoru. 
Skatiet nodalu Drukasana, 
izmantojot datoru. 

• Saglabajiet printer! ievietotas 
atminas kartes fotoattelus datora, 
lai pec tarn tos uzlabotu vai kartotu, 
izmantojot programmaturu 

HP Image Zone. 

• M[JI I Id II 1 local Ida dl lULUdllcllcl 1 1, 

izmantojot HP Instant Share. 

• Drukasana no HP Photosmart 
tiesas drukasanas digitalas 
kameras. Plasaku informaciju 
skatiet nodala Drukasana, 
neizmantojot datoru un kameras 
dokumentacija. 


Network (Tikis) 

CAT-5 Ethernet kabelis ar RJ-45 
savienotaju. 

Pievienojiet savu printeri tTklam, 
savienojot kabeli ar Ethernet portu 
printera aizmugure. Plasaku informaciju 
skatiet Printera pievienosana tTklam. 


• Drukajiet no jebkura tTkla datora. 
Skatiet nodalu Drukasana, 
izmantojot datoru. 

• Printer! ievietotas atminas kartes 
fotoattelus saglabajiet jebkura tTkla 

Hot^^rcs \a\ rior^ tarn tr^c i ivlohr^ti i v/oi 
UdLUId, Idl |JcLi Ldlll LUo UZ.IdUULU vdl 

kartotu, izmantojot programmaturu 
HP Image Zone. 

• ApmainTsanas ar fotoatteliem, 
izmantojot HP Instant Share. 

• NosutTt fotoattelus vai sanemt tos 
no citiem HP Instant Share 
printeriem saja tTkla. 


PictBridge 

PictBridge sadenga digitals kamera un 
USB kabelis. 

Pievienojiet kameru printera priekspuse 
esosajam kameras portam. 


Drukasana no PictBridge sadengas 
digitalas kameras. 

Plasaku informaciju skatiet nodala 
Drukasana, neizmantojot datoru un 
kameras dokumentacija. 


Bluetooth 

Papildu HP Bluetooth bezvadu printera 
adapteris. 

Ja sis piederums ietilpst printera 
standartkomplektacija vai ir iegadats 


Drukasana no jebkuras iences ar 
Bluetooth bezvadu tehnologiju. 

Ja papildu HP Bluetooth bezvadu 
printera adapteri pievienojat printerim, 
izmantojot kameras portu, 
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Savienojuma veids un tarn 
nepieciesamie piederumi 


Dod iespeju... 


atseviski, instrukcijas meklejiet 
pievienotaja dokumentacija un 
elektroniskaja palTdzTba. 


parliecinieties, vai Bluetooth printera 
izvelnes opcijas ir pareizi iestatTtas. 
Skatiet nodalu Printera izvelne. 

Adapteris nav sadengs ar Macintosh 
operetajsistemu. 



Savienojuma izveidosana, izmantojot HP Instant Share 

Programma HP Instant Share noder, lai draugiem un radiniekiem nosutTtu fotoattelus, 
izmantojot e-pastu, tiessaistes fotoalbumus vai tiessaistes fotoattelu apstrades 
pakalpojumu. Varat an nosutTt fotoattelus uz citu saderTgu tTkla printeri. Printerim jabut 
savienotam ar datoru, izmantojot USB kabeli, turklat datora jabut interneta piekluvei 
vai tarn jabut pieslegtam tTklam, ka an jabut instaletai visai nepieciesamajai HP 
programmaturai. Ja vajadzTga programmatura nav instaleta vai pareizi konfigureta un 
jus meginat lietot HP Instant Share, tiek paradTts pazinojums ar aicinajumu veikt 
nepieciesamas darbTbas. Lai HP Instant Share izmantotu kopa ar printeri, ir 
nepieciesams: 



USB savienojums 


TTkla savienojums 


• 


UzstadTts un ar USB kabeli datoram 


• 


Funkcionejoss lokalais tikis (LAN). 




pievienots printeris. 


• 


UzstadTts un LAN pievienots 


• 


Piekluve internetam no datora, kas 




printeris. 




ir savienots ar printeri. 




Skatiet nodalu TTklosana. 


• 


HP Passport lietotaja ID un parole. 


• 


Tiesa piekluve internetam, 


• 


Datora instaleta printera 




izmantojot fTklu. 




programmatura. 


• 


HP Passport lietotaja ID un parole. 




Parliecinieties, vai, instalejot 


• 


Datora instaleta printera 




printera programmaturu, tika 




programmatura. 




izveleta iespeja Typical (Parasta). 




Parliecinieties, vai, instalejot 




HP Instant Share nedarbosies, ja ir 




printera programmaturu tika izveleta 




izveleta instalesanas iespeja 




iespeja Typical (Parasta). 




Minimum (Minimala). 




HP Instant Share nedarbosies, ja ir 








izveleta instalesanas iespeja 








Minimum (Minimala). 



HP Instant Share iestatisana 

lestatTt HP Instant Share, izveidot HP Instant Share adresatu sarakstu, parvaldTt atzTto 
un bloketo sutTtaju sarakstu un sanemt HP Passport lietotaja ID un paroli varat, 
ffkojoties sadi. 

• Datora ar operetajsistemu Windows: Datora, kam instaleta printera 

programmatura, veiciet dubultklikski uz darbvirsmas ikonas HP Instant Share 
Setup (HP Instant Share iestafisana). Izpildiet ekrana redzamos noradTjumus. Ja 
HP Instant Share iestafisanas ekrana tiek paradTta poga Help (PalTdzTba), 
noklikskiniet uz tas, lai sanemtu papildinformaciju. Pec tarn programmu jebkura 
bndT varat palaist, lai mainTtu HP Instant Share adresatu sarakstu. HP Instant 
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Share iestatTsana ir pieejama HP Director nolaizamaja izvelne Settings 
(lestatTjumi). 

• Macintosh: Izvelne Finder (Mekletajs) izvelieties Applications 

(Lietojumprogrammas) > Hewlett-Packard > Photosmart > Utilities 
(Pakalpojumi), pec tarn veiciet dubultklikski uz HP Instant Share Setup (HP 
Instant Share iestatTsana). Izpildiet ekrana redzamos noradTjumus. Pirmoreiz 
instalejot printera programmatu.ru, si lietojumprogramma tiek palaista automatiski. 
Pec tarn programmu jebkura brTdT varat palaist, lai mainTtu HP Instant Share 
adresatu sarakstu. 

Lai iestatltu HP Instant Share iespejas 

1. Nospiediet HP Instant Share. 

2. Izvelieties HP Instant Share options (HP Instant Share iespejas) un pec tarn 
(Labi). 

3. Izvelieties kadu no piedavatajam iespejam un pec tarn nospiediet OK. 

- Receive options (Sanemsanas iespejas): 

lespeja Receive from allowed senders (Sarjemt no atlautiem 
sutTtajiem) nosaka, ka printeris var sanemt kolekcijas tikai no 
apstiprinatiem sutTtajiem. 

lespeja Receive from any unblocked sender (Sanemt no visiem 
nebloketajiem sutTtajiem) nosaka, ka printeris var sanemt jebkuru 
kolekciju. 

- Auto checking (Automatiska parbaude): 

ST iespeja pec noklusejuma ir aktivizeta. Ja nevelaties, lai printeris 
automatiski parbaudTtu HP Instant Share kolekcijas, izvelieties Off (Izslegt). 

Ja ir aktivizeta iespeja On (leslegt), printeris regulari parbauda 

HP Instant Share kolekcijas. 

Aktivizejot iespeju Off (Izslegt), printeris neparbauda kolekcijas. 

- lespeja Remove collections (Nonemt kolekcijas) lauj izveleties, kuras no 
sanemtajam kolekcijam velaties nonemt. 

- lespeja Device name (lences nosaukums) parada printera tTkla nosaukumu. 

- lespeja Reset HP Instant Share (Atjaunot HP Instant Share) lauj atjaunot 
visu HP Instant Share iespeju noklusetas vertTbas. To darot, jums velreiz bus 
javeic HP Instant Share iestatTsana, lai registretu printeri HP Instant Share 
pakalpojumam. 

Lai HP Instant Share (USB) izmantotu fotoattelu sutlsanai 

1. levietojiet atminas karti un izvelieties dazus fotoattelus. 

2. Nospiediet HP Instant Share. 

3. Sekojiet datora redzamajam instrukcijam, lai publicetu izveletos fotoattelus. 

Papildinformaciju par HP Instant Share lietosanu skatiet Image Zone elektroniskaja 
palTdzTba. 

Lai HP Instant Share (tTkla) izmantotu fotoattelu sutTsanai 

1. levietojiet atminas karti un izvelieties dazus fotoattelus. 

2. Nospiediet HP Instant Share. 

3. Izvelieties adresatu un nospiediet (Labi). 
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4. Izvelieties Send photos (SutTt fotoattelus) un pec tarn nospiediet (Labi). 
Ja adresats ir e-pasta adrese, printeris nosuta e-pasta zinu ar saiti uz fotoattelu 
HP Instant Share vietne. Ja adresats irsadeffgs tTkla printeris, printera ekrana 
paradas ikona, informejot lietotaju, ka ir pieejams fotoattels. Plasaku informaciju 
skatiet HP Image Zone elektroniskaja palTdzTba. 



Lai HP Instant Share (tTkla) izmantotu fotoattelu sanemsanai 

1. Nospiediet HP In 

2. Izvelieties Receive (Sanemt) un pec tarn nospiediet OK (Labi). 

3. Izvelieties sanemto HP Instant Share kolekciju (zinu ar fotoatteliem), pec tarn 
nospiediet (Labi). 

Printera ekrana tiek paradTts pirmais saja zinojuma ieklautais fotoattels. Pa 

HP Instant Share fotoatteliem varat parvietoties, tos izveleties un drukat tapat, ka 

to darat ar fotoatteliem atminas karte vai pievienotaja digitalaja kamera. Ja 

HP Instant Share fotoattelu apskates laika ievietojat atminas karti vai pievienojat 

digitalo kameru, HP Instant Share sesija tiek partraukta un tiek sakta atminas 

karte vai fotokamera esoso fotoattelu apskate. 

Printeris veic an regularas parbaudes, vai ir sanemti jauni fotoatteli. Printera 
ekrana tiek paradTta HP Instant Share sanemsanas ikona (aploksne), noradot, ka 
apskatei printer! ir pieejams HP Instant Share fotoattels. 

4. Izvelieties kadu no piedavatajam iespejam un nospiediet (Labi). 

- lespeja View (SkatTt) lauj printera ekrana apskatTt sanemto fotoattelu. 

- lespeja Remove (Iznemt) lauj izdzest sanemto fotoattelu. 



Drukasana, izmantojot datoru 

Visiem HP fotoattelu printeriem ir pievienota programmatura HP Image Zone, kas 
sniedz plasakas fotoattelu apstrades iespejas. Izmantojiet to, lai Tstenotu savas 
radosas ieceres: redigejiet fotoattelus, apmainieties ar tiem un veidojiet interesantus 
darbus, piemeram, apsveikuma kartTtes. HP Image Zone tiek instaleta tikai tad, ja 
izvelaties instalesanas iespeju Typical (Parasta). Operetajsistema Macintosh tiek 
atbalstTta tikai noteikta HP Image Zone iespeju apakskopa, ka noradTts tabula zemak. 



Programmaturas iespeja 

Drukas darba parvaldlba 

lerobezojiet HP Photosmart printera 
draivera jaudu. ST programmatura 
sniedz iespeju pilnlba vadTt fotoattelu 
drukasanu. Jus varat: 

• Veidot melnraksta kvalitates 
izdrukas, lai taupTtu tinti un 
fotomaterialu 

• Uzzinat, ka pilnvertTgi izmantot 
printera un digitalo fotoattelu iespejas 

• Izmantot papildu krasu iestatTjumus, 
lai veidotu lieliskas kvalitates 
izdrukas 



Kur var atrast informaciju 

Datora ar operetajsistemu Windows: 

Elektroniskaja palTdzTba noklikskiniet uz 
HP Photosmart Printer Help 

(HP Photosmart printera palTdzTba). 
Dialoglodzina Print (Drukasana) ar peles 
labo pogu noklikskiniet uz jebkuras 
iespejas un ar peles kreiso pogu 
noklikskiniet uz What's This? (Kas tas 
ir?), lai sanemtu papildinformaciju par so 
iespeju. 

Macintosh: izvelne Finder (Mekletajs) 
izvelieties Help (PalTdzTba) > Mac Help 
(Mac palTdzTba), pec tarn izvelieties 
Library (Biblioteka) > HP Photosmart 
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Programmaturas iespeja 



Kur var atrast informaciju 



HP Instant Share 




Izmantojiet programmu HP Instant 
Share, lal draugiem un radiem nosutTtu 
fotoattelus. Ar HP Instant Share 
palTdzTbu varat viegli: 

• NosutTt fotoattelus pa e-pastu bez 
lieliem failu pielikumiem, izmantojot 
HP Instant Share 

• Veidot tiessaistes fotoalbumus, lai 
mainTtos arfotoatteliem, tos kartotu 
un saglabatu 

• Tiessaiste pasutTt profesionali 
izgatavotas izdrukas (pieejamTba 
atkaffga no valsts/regiona) 



Radosi projekti 



Izveidojiet ko vairak par fotoalbumu. 
Programma HP Image Zone lauj 
digitalos fotoattelus izmantot radosiem 
projektiem, piemeram: 

• Uzgludinamajiem materialiem 

• Plakatiem 

• Apsveikuma kartTtem 



Printer Help (HP Photosmart printera 
palTdzTba). 



Papildinformaciju par HP Instant Share 
lietosanu kopa ar noteiktu printera 
modeli skatiet nodala Savienojuma 
izveidosana, izmantojot HP Instant Share. 

Datora ar operetajsistemu Windows: 

Elektroniskaja palTdzTba noklikskiniet uz 
Use the HP Image Zone (HP Image 
Zone izmantosana), pec tarn 
noklikskiniet uz Share your images 
using HP Instant Share (Attelu 
apmaina, izmantojot HP Instant Share). 

Lai HP Instant Share izmantotu 
Windows vide, palaidiet programmu 
HP Image Zone, izvelieties vienu vai 
vairakus fotoattelus, pec tarn 
noklikskiniet uz tabulatora HP Instant 
Share. 

Macintosh: Palaidiet HP Instant Share, 
pec tarn izpildiet ekrana redzamos 
noradTjumus. 

Lai HP Instant Share izmantotu 
Macintosh vide, paplasinasanas baze 
nospiediet un turiet HP Photosmart 
Menu (HP Photosmart izvelne), pec tarn 
uznirstosaja izvelne izvelieties 
HP Instant Share. 



Datora ar operetajsistemu Windows: 

Elektroniskaja palTdzTba noklikskiniet uz 
Use the HP Image Zone (HP Image 
Zone izmantosana), pec tarn uz Create 
projects (Projektu veidosana). 

Lai Windows vide veidotu radosus 
projektus, palaidiet programmu 
HP Image Zone, izvelieties vienu vai 
vairakus fotoattelus, pec tarn 
noklikskiniet uz tabulatora Projects 
(Projekti). 

Macintosh: Lai Macintosh vide veidotu 
radosus projektus, paplasinasanas baze 
nospiediet un turiet aktTvo 
HP Photosmart Menu (HP Photosmart 
izvelne), pec tarn uznirstosaja izvelne 
izvelieties HP Image Print. Nolaizamaja 
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Programmaturas iespeja 



Attelu kartosana 




HP Image Zone lauj ffkoties ar 
digitalajiem fotoatteliem un videoklipiem 
un izmantot sadas iespejas: 

• Kartot fotoattelus albumos 

• Meklet fotoattelus pec datuma, 
atslegas vardiem u.c. 

• Automatiski numuret attelus 

Fotoattelu redigesana un uzlabosana 

Programma HP Image Zone sniedz 
sadas iespejas: 

• Veikt manualu krasu korekciju un 
citus pielagojumus, lai uzlabotu 
fotoattelu kvalitati pirms drukasanas 

• Pievienot tekstu vai citus attelus 

• MainTt digitalo fotoattelu izmerus 



Kur var atrast informaciju 

izvelne Print Style (Drukas stils) 
izvelieties radosas drukas iespeju. Loga 
HP Image Print tiek paradTti noradTjumi. 
Pieejami an izvelne HP Image Edit. 

Elektroniskaja palTdzTba noklikskiniet uz 
Use the HP Image Zone (HP Image 
Zone izmantosana), pec tarn uz Manage 
your images (Attelu parvaldTsana). 

Lai attelus kartotu Windows vide, 
palaidiet programmu HP Image Zone, 
pec tarn noklikskiniet uz tabulatora My 
Images (Mani atteli). 

Macintosh: Operetajsistema Macintosh 
sT printera programmaturas iespeja nav 
pieejama. lesakam izmantot iPhoto 2.0 
vai jaunaku. 



Datora ar operetajsistemu Windows: 

Elektroniskaja palTdzTba noklikskiniet uz 
Use the HP Image Zone (HP Image 
Zone izmantosana), pec tarn uz Edit 
your images (Attelu redigesana). 

Lai Windows vide redigetu fotoattelus, 
palaidiet programmu HP Image Zone, 
izvelieties vienu vai vairakus fotoattelus, 
pec tarn noklikskiniet uz tabulatora Edit 
(Rediget). 

Macintosh: Lai redigetu fotoattelus 

Macintosh vide, paplasinasanas baze 

nospiediet un turiet aktTvo 

HP Photosmart Menu (HP Photosmart 

izvelne), pec tarn uznirstosaja izvelne 

izvelieties HP Image Edit (HP attelu 

redigesana). 
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3 Programmaturas instalesana 



Printera komplektacija ietilpst papildu programmatura, ko var instalet datora. Saja 
nodala ir aprakstTts instalesanas process un ieklauti padomi par instalesanas 
problemu noversanu. 

Instalesana 

Kad esat uzstadijis printera aparaturu, izmantojot UzstadTsanas rokasgramatas 
instrukcijas, izmantojiet sis nodalas instrukcijas programmaturas instalesanai. 



Sistema Windows 



Macintosh datoros 



Svangi! Pievienojiet USB kabeli vienTgi 
tad, ja tiek paradTts uzaicinajums. 

HP Image Zone programmatura un pilna 
printera funkcionalitate tiek automatiski 
instaleta, ja izvelaties HP 
programmaturas instalesanas iespeju 
Typical (Parasta). 

1. levietojiet HP Photosmart 
kompaktdisku datora CD-ROM 
diskdzinl. 

2. Noklikskiniet uz Next (Talak) un 
izpildiet ekrana redzamos 
noradTjumus. Ja instrukcijas netiek 
paradTtas, kompaktdiska atrodiet 
failu setup.exe un izpildiet uz ta 
dubultklikski. 

PiezTme. Ja tiek paradTts 
pazinojums Found New Hardware 

(Atrasta jauna aparatura), 
noklikskiniet uz Cancel (Atcelt), 
atvienojiet USB kabeli un atkartoti 
veiciet instalesanu. 

3. Izvelieties USB vai tTkla 
savienojumu. Ja izvelaties tTkla 
savienojumu, ieverojiet instrukcijas 
sadala TTklosana. Ja izvelaties USB 
savienojumu, turpiniet, veicot 
nakamo darbTbu. 

4. Kad tiek paradTts uzaicinajums, 
vienu USB kabela galu pievienojiet 
USB portam printera aizmugure un 
otru galu datora USB portam. 



Svangi! Pievienojiet USB kabeli vienigi 
tad, ja tiek paradTts uzaicinajums. 

PiezTme. Ja velaties printeri pievienot 
tTklam, nevis atseviskam datoram, 
ieverojiet instalesanas instrukcijas 
sadala TTklosana. 

1. levietojiet HP Photosmart 
kompaktdisku datora CD-ROM 
diskdzinT. 

2. Veiciet dubultklikski uz ikonas 
HP Photosmart CD. 

3. Veiciet dubultklikski uz ikonas 
HP Photosmart Install. Izpildiet 
ekrana redzamos noradTjumus, lai 
instaletu printera programmaturu ar 
USB savienojumu. 

4. Kad tiek paradTts uzaicinajums, 
vienu USB kabela galu pievienojiet 
USB portam printera aizmugure un 
otru galu datora USB portam. 

5. Izvelieties printeri dialoglodzina 
Print (Izdruka). Ja printeris saraksta 
netiek paradTts, noklikskiniet uz Edit 
Printer List (Rediget printeru 
sarakstu), lai pievienotu printeri. 

Lai printera savienojumu mainTtu no 
USB uz tTkla savienojumu, skatiet 
sadalu Lai printera savienojumu mainTtu 
no USB uz tTkla savienojumu. 
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Sistema Windows 


Macintosh datoros 


5. Izpildiet ekrana redzamos 




noradTjumus, ITdz instalesana tiek 




pabeigta un dators tiek restartets. 




r\ctU LICI\ |JctldUILCt 3VCIUC1 Id 




(Congratulations) lapa, noklikskiniet 




uz Print a demo page (Drukat 




demonstracijas lapu). 





Instalesanas problemu noversana 

Ja printera programmatu.ru neizdodas instalet vai pec tas instalesanas printeris nespej 
pareizi sazinaties ar datoru, iepazTstieties ar seit minetajiem iespejamiem 
risinajumiem. Ja jums vel arvien nepieciesama palTdzTba, iepazTstieties ar printera 
dokumentaciju vai sazinieties ar klientu apkalposanas dienestu. Parbaudiet visus 
kabelu savienojumus starp printeri un datoru un parliecinieties, vai izmantojat jaunako 
printera programmaturas versiju. 

Tiek atverts vednis Found New Hardware Wizard (Jaunas aparaturas atrasanas 
pallgs), tacu tas neatpazlst printeri. 

lespejams, ka USB kabeli esat pievienojis, pirms bija pabeigta programmaturas 
instalesana. Atvienojiet USB kabeli un velreiz saciet programmaturas instalesanu. 
USB kabeli pievienojiet pec uzaicinajuma programmaturas instalesanas laika. 

Programmaturas instalesanas laika dators partrauc reaget uz komandam. 

lemesls var but pretvTrusu aizsardzTbas programmatura vai cita programmatura, kas 
darbojas fona un palenina instalesanas procesu. Uzgaidiet, ITdz programmatura beidz 
kopet failus; tarn var but nepieciesamas vairakas minutes. Ja an pec vairakam 
minutem dators joprojam nereage uz komandam, restartejiet datoru, apturiet vai 
atsledziet aktTvo pretvTrusu aizsardzTbas programmaturu, aizveriet visas programmas 
un velreiz instalejiet printera programmaturu. 

rJMj^ PiezTme. Pec datora restartesanas pretvTrusu aizsardzTbas programmatura 
l^f automatiski saks atkal darboties. 

Instalesanas laika tiek paradlts dialoglodzins System Requirements (Sistemas 
prasTbas). 

Kads no jusu datorsistemas komponentiem neatbilst minimalajam sistemas prasTbam. 
Atjauniniet komponentu, lai tas atbilstu minimalajam sistemas prasTbam un pec tarn 
atkartoti instalejiet printera programmaturu. 

Veicot sistemas prasTbu parbaudi, tiek noradlts, ka datora darbojas novecojusi 
parlukprogrammas Internet Explorer versija. 

Nospiediet uz tastaturas taustinu kombinaciju Ctrl+Shift, dialoglodzina System 
Requirements (Sistemas prasTbas) noklikskiniet uz Cancel (Atcelt), lai ignoretu 
pazinojumu un pabeigtu programmaturas instalesanu. Pec HP Photosmart 
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programmaturas instalesanas atjauniniet parlukprogrammu Internet Explorer, preteja 
gadTjuma HP programmatura nedarbosies pareizi. 

|-H^> PiezTme. Pec Internet Explorer jauninasanas HP programmatura nav atkartoti 
\~&\ jainstale. 

Dators nevar nolasTt HP Photosmart kompaktdisku. 

Parliecinieties, vai kompaktdisks nav netTrs vai saskrapets. Ja citi kompaktdiski 
darbojas, iespejams, jusu HP Photosmart kompaktdisks ir bojats. Printera 
programmaturu varat lejupieladet an no vietnes www.hp.com/support. Ja an citi 
kompaktdiski nedarbojas, iespejams, ir bojats CD-ROM diskdzinis. 
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a TTklosana 



Turpmakajas instrukcijas aprakstTts, ka uzstadTt HP PhotoSmart 8400 serijas printeri Ethernet 
(vadu) tTkla. Vadu tTkla iestatTsana printerim jauj sazinaties ar datoriem, izmantojot marsrutetaju, 
centrmezglu vai komutatoru. Lai pilmba varetu izmantot printera iespeju komplektu, 
nepieciesama platjoslas interneta piekluve. 




PiezTme. Lai veiktu USB instalesanu, skatiet komplektacijai pievienotas uzstadisanas 
instrukcijas. 



Pec printera uzstadisanas tikla ta ekrana tiek paraditas divas Ethernet ikonas, kas norada 
savienojuma statusu. 




o & 

1 AktTva Ethernet savienojuma ikona 

2 NeaktTva Ethernet savienojuma ikona 



Pirms turpinat ieverot sTs sadajas instrukcijas, parliecinieties, vai esat iestatTjis vadu tTklu. Skatiet 
tTkla aparaturai pievienoto dokumentaciju. Parliecinieties an, vai esat uzstadTjis printeri, ieverojot 
komplektacija ietilpstosos uzstadisanas noradTjumus. 

TTklosanas pamati (Windows un Macintosh) 

TTklosana Jauj tTklam pievienotam iencem, piemeram, datoriem un printeriem, sazinaties sava 
starpa. Vadu jeb Ethernet tTkls ir birojos un majas visbiezak lietotais tTkla veids. 
Printera tTkla adapteris atbalsta gan 10 Mb/s, gan 100 Mb/s Ethernet tTklu. Lai printeri pievienotu 
tTklam, ir nepieciesams CAT-5 Ethernet kabelis, kas apnkots ar RJ-45 savienotaju. Tas nav tas 
pats, kas USB kabelis. 

AUzmanlbu Kaut an CAT-5 kabeja savienotajs RJ-45 izskatas ka parastais talruna 
kontaktspraudnis, tas nav tas pats. Nekad neizmantojiet savu talruna vadu printera 
pievienosanai Ethernet tTklam. Tadejadi varat sabojat printeri un citas tTkla iences. 

Nakamaja attela ir redzams, ka printeri var savienot tTkla ar vairakiem datoriem, izmantojot tTkla 
marsrutetaju, centrmezglu vai komutatoru. Kabelis vai DSL modems savieno centrmezglu un 
visas tTklotas iences ar platjoslas interneta piekluvi. 
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1 Kabelis vai DSL modems savieno tTklotas iences ar platjoslas interneta piekluvi 

2 TTkla piekluves punkts (marsrutetajs, centrmezgls vai komutators), kura visas iences tiek savienotas, 

| izmantojot Ethernet kabe|us 



TTklotas iences sava starpa tiek savienotas, izmantojot centralo ierici. Visbiezak izmantotie veidi 



• Centrmezgli. Vienkarsa, leta tTkla ience, kas lauj vairakiem datoriem sazinaties sava starpa 
vai kopTgi lietot vienu printeri. Centrmezgli ir pasTvas iences. Tie tikai nodrosina ierTcem 
iespeju sazinaties sava starpa. 

• Komutatori. Komutatori ir ITdzTgi centrmezgliem, tacu tie spej parbaudTt no ierTcem sutTto 
informaciju un parsutTt to tikai uz atbilstosu ienci. Tie var samazinat joslas platuma lietojumu 
tTkla un palTdz tarn darboties efektTvak. 

• Marsrutetaji. Marsrutetaji vai vartejas savieno gan iences, gan tTklus. Parasti tie tiek lietoti, 
lai savienotu vairakus majas datorus tTkla un pieslegtu internetam. Marsrutetajos biezi ir 
iekjauts iebuvets ugunsmuris, kas palTdz aizsargat majas tTklu no nesankcionetas piekjuves. 

ri-Mvip PiezTme. Konkretaku informaciju par aparaturas uzstadTsanu un konfiguresanu tTkla 



Interneta savienojums 

Ja tikis ir savienots ar internetu, izmantojot marsrutetaju vai varteju, ieteicams izmantot 
marsrutetaju vai varteju, kas atbalsta dinamisko saimniekdatora konfiguracijas protokolu 
(DHPC — Dynamic Host Configuration Protocol). Varteja ar DHCP atbalstu parvalda rezerveto 
IP adresu pulu, kuras, ja nepieciesams, dinamiski pieskir. Skatiet marsrutetajam vai vartejai 
pievienoto dokumentaciju. 

leteicamas tTkla konfiguracijas 

Printerim iespejamas sadas tTkla konfiguracijas. Nosakiet, kada veida tTkla konfiguraciju 
izmantojat, un pec tarn iepazTstieties ar noradTjumiem par printera pievienosanu tTklam un 
programmaturas instalesanu sadajas Printera pievienosana tTklam, Printera programmaturas 
instalesana operetajsistema Windows vai Printera programmaturas instalesana operetajsistema 
Macintosh. 

Ethernet tikis bez piekjuves internetam 

Datori un printeris sazinas sava starpa, veidojot vienkarsu tTklu, izmantojot centrmezglu. 
Nevienai no tTklotajam ierTcem nav piekjuves internetam. Dazas printera iespejas, piemeram, 
apmaimsanas ar fotoatteliem tiesi no printera caur internetu, izmantojot HP Instant Share, saja 
konfiguracija nav izmantojamas. 



ir: 




meklejiet aparaturai pievienotaja dokumentacija. 
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Ethernet tikis ar piekjuvi internetam, izmantojot iezvanpieejas modemu 

Datori un printeris sazinas sava starpa, veidojot vienkarsu fiklu, izmantojot centrmezglu. Vienam 
no datoriem ir piekluve internetam, izmantojot modemu un iezvanpieejas kontu. Nevienai no 
tTklotajam iencem, ieskaitot printeri, nav tiesas piekjuves internetam. Dazas printera iespejas, 
piemeram, apmainTsanas ar fotoatteliem tiesi no printera caur internetu, izmantojot HP Instant 
Share, saja konfiguracija nav izmantojamas. 

Ethernet tikis ar platjoslas interneta piekjuvi, ko nodrosina marsrutetajs 

Printeris ir savienots ar marsrutetaju, kas darbojas ka varteja starp lietotaja tTklu un internetu. 
Pilns printera iespeju komplekts, ieskaitot apmainTsanos ar fotoatteliem caur internetu, ir 
pieejams pat bez tTklam pievienota vai tTklam pieejama datora. ST ir vispiemerotaka tTkla 
konfiguracija. 



Lai printeri pievienotu vadu tiklam, ir nepieciesams: 

• TTkla piekjuves punkts, piemeram, marsrutetajs, centrmezgls vai komutators aratvertu portu 

• CAT-5 Ethernet kabelis ar RJ-45 savienotaju 

• Platjoslas interneta piekjuve (tikai tad, ja velaties pieklut HP Instant Share tiesi no ierTces. 
Plasaku informaciju skatiet Savienojuma izveide.) 

rt-Myg PiezTme. 1 Nepievienojiet printeri tiesi datoram, izmantojot Ethernet kabeli. 



PiezTme. 2 Pec printera pievienosanas tTklam, ieverojot sTs sadajas noradTjumus, 
instalejiet printera programmaturu. Skatiet sadalu Printera programmaturas instalesana 
operetajsistema Windows vai Printera programmaturas instalesana operetajsistema 
Macintosh. 

Lai printeri pievienotu tTklam 

1 . Pievienojiet Ethernet kabeli printera aizmugure. 



2. Pievienojiet Ethernet kabeli centrmezgla, marsrutetaja vai komutatora brivajam portam. 



Printera pievienosana tTklam 




Vienadranga tiklosana netiek atbalstita. 
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Pec printera pievienosanas tiklam instalejiet printera programmaturu. No datora nav iespejams 
drukat, ja nav instaleta programmatura. 

• Printera programmaturas instalesana operetajsistema Windows 

• Printera programmaturas instalesana operetajsistema Macintosh 

Printera programmaturas instalesana operetajsistema Windows 

ri% PiezTme. Uzstadiet printeri, ka noradTts komplektacijai pievienotajas uzstadTsanas 
instrukcijas. 

Instalesanas laiks var ilgt no 20 minutem (sistemai Windows XP) ITdz 1 stundai (sistemai 
Windows 98) atkanba no bnvas vietas cietaja diska un datora procesora darbTbas atruma. Pirms 
sakt instalesanu, parliecinieties, vai jau esat pievienojis printeri tTklam, izmantojot Ethernet kabeli. 

Wyp PiezTme. Printera programmatura, sekojot instrukcijam saja sadala, jainstale katra tTkla 
datora, no kura velaties drukat, izmantojot PhotoSmart 8400 serijas printeri. Pec 
instalesanas drukasana notiek tapat, ka izmantojot USB savienojumu. 

• i , Padoms Printera programmaturas instalesanai neizmantojiet Windows vadTbas paneja 
utilTtu Add Printer (Pievienot printeri). Lai pareizi instaletu printeri tTkla, izmantojiet 

• HP Installer (HP instalesanas programmu). 

Lai instaletu printera programmaturu 

1 . Izdrukajiet tTkla konfiguracijas lappusi. Saja atskaite ieklauta informacija var but 
nepieciesama, ja instalesanas programma nevar atrast printeri. 
Skatiet nodalu TTkla konfiguracijas lappuses drukasana. 

2. levietojiet HP PhotoSmart printera programmaturas kompaktdisku datora CD-ROM diskdzinT. 

3. Noklikskiniet uz Next (Talak) un sekojiet instalesanas programmas instrukcijam par 
sistemas parbaudi un sagatavosanu, ka an draiveru, spraudnu un programmaturas 
instalesanu. Tas var ilgt vairakas minutes. 

4. Ekrana Connection Type (Savienojuma veids) izvelieties Through the network 
(Izmantojot tTklu) un pec tarn noklikskiniet uz Next (Talak). 

Laika, kad uzstadTsanas programma tTkla mekle printeri, ekrana ir redzams pazinojums 
Searching (Notiek meklesana). 

Ja tiek paradTts pazinojums Printer Found (Atrasts printeris), rikojieties sadi: 

a. Parbaudiet, vai printera apraksts ir pareizs. (Izmantojiet konfiguracijas lappusi, lai 
parbaudTtu printera nosaukumu un aparaturas adresi. Skatiet nodaju TTkla 
konfiguracijas lappuses drukasana.) 

b. Ja printera apraksts ir pareizs, izvelieties Yes, install this printer (Ja, instalet so 
printeri), pec tarn noklikskiniet uz Next. 

Ja tTkla ir atrasti vairaki printeri, ka konfigurejamo un instalejamo ienci izvelieties 
HP PhotoSmart 8400 series, pec tarn noklikskiniet uz Next. Ja tTkla ir vairaki 
HP PhotoSmart 8400 serijas printeri, izmantojiet konfiguracijas lappuses sarakstu 
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Hardware Address (MAC) (Aparaturas adrese), lai atrastu noteiktu HP PhotoSmart 

8400 serijas printeri, ko velaties instalet. 
Ja tiek paradTts pazinojums Check Cable Connection (Parbaudiet kabeja 
savienojumu), rlkojieties sadi: 

a. Izpildiet ekrana redzamos noradTjumus, pec tam izvelieties Specify a printer by 
address (NoradTt printeri pec adreses) un noklikskiniet uz Next (Talak). 

b. Ekrana Specify Printer (Noradiet printeri) lodzina Hardware Address (MAC) ievadiet 
tTkla konfiguracijas lappuse redzamo aparaturas adresi (MAC). 

Piemers: 02bad065cb97 

MAC nozTme Vides piekjuves vadTba, ta ir aparaturas adrese, kas printeri identified tTkla. 

c. Lodzina IP Address (IP adrese) ievadiet tTkla konfiguracijas lappuse noradTto IP 
adresi, pec tam noklikskiniet uz Next (Talak). 

Piemers: 169.254.203.151 

d. Kad tiek paradTts pazinojums Printer Found (Atrasts printeris), izvelieties Yes, install 
this printer (Ja, instalet so printeri) un pec tam noklikskiniet uz Next (Talak). 

e. Ekrana Confirm Settings (Apstiprinat iestatTjumus) noklikskiniet uz Next (Talak). 

f. Izpildiet ekrana redzamos noradTjumus. 

5. Kad tiek paradTts uzaicinajums, noklikskiniet uz Finish (Pabeigt), lai pabeigtu instalesanu. 

Printera programmaturas instalesana operetajsistema Macintosh 

rt-Hyp PiezTme. Uzstadiet printeri, ka noradTts komplektacijai pievienotajas uzstadTsanas 
\Ziy\ instrukcijas. 

Instalesana var ilgt 3^1 minutes atkaffba no izmantotas operetajsistemas, bnvas vietas cietaja 
diska un Macintosh procesora darbTbas atruma. Pirms sakt instalesanu, parliecinieties, vai jau 
esat pievienojis printeri tTklam, izmantojot Ethernet kabeli. Ja so printeri jau esat instalejis, 
izmantojot USB savienojumu, tTkla instalesanai sTs instrukcijas nav japilda. Ta vieta skatiet 
sadalu Lai printera savienojumu mainTtu no USB uz tTkla savienojumu. 

rH-iyf) PiezTme. Printera programmatura, sekojot instrukcijam saja sadala, jainstale katra tTkla 
datora, no kura velaties drukat, izmantojot PhotoSmart 8400 serijas printeri. Pec 
instalesanas drukasana notiek tapat ka no printera, kas savienots, izmantojot USB kabeli. 

Lai instaletu printera programmaturu 

1 . levietojiet HP PhotoSmart printera programmaturas kompaktdisku Macintosh datora CD- 
ROM diskdzinT. 

2. Veiciet dubultklikski uz kompaktdiska ikonas darbvirsma. 

3. Veiciet dubultklikski uz Installer (Instalesanas programmas) ikonas. 
Tiek paradTts dialoglodzins Authenticate (Autentificet). 

4. Ievadiet Name (Vardu) un Password (Paroli), ko izmantojat sava Macintosh datora 
parvaldTba, pec tam noklikskiniet uz OK (Labi). 

5. Izpildiet ekrana redzamos noradTjumus. 

6. Kad tiek paradTts logs HP PhotoSmart Install (HP PhotoSmart instalesana), izvelieties 
Easy Install (Vienkarsa instalesana) un pec tam noklikskiniet uz Install (Instalet). 

7. Loga Select Printer (Izveleties printeri) noklikskiniet tabulatoru Network (TTkls). 
Instalesanas programma mekle visus tTkla printerus. 

Ja printeris ir atrasts, rlkojieties sadi: 

a. Loga Select Printer (Izveleties printeri) izvelieties HP PhotoSmart 8400 serijas printeri 
un pec tam noklikskiniet uz Utilities (Pakalpojumi). 

b. Lai registretu printeri, izpildiet ekrana redzamas instrukcijas. 
Ja printeris nav atrasts, rTkojieties sadi: 

a. Izdrukajiet tTkla konfiguracijas lappusi un atrodiet saraksta ierakstu ar IP adresi. 

b. Parliecinieties, vai printeris tTklam ir pievienots ar pareiza veida CAT-5 Ethernet kabeli. 
Skatiet nodalu Printera pievienosana tTklam. 
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c. Noklikskiniet uz Find (Meklet), ievadiet IP adresi un noklikskiniet uz Save (Saglabat). 

d. Loga Select Printer (Izveleties printeri) izvelieties HP PhotoSmart 8400 serijas printeri 
un pec tarn noklikskiniet uz Utilities (Pakalpojumi). 

e. Lai registretu printeri, izpildiet ekrana redzamas instrukcijas. 

rt-Hyp PiezTme. Dazi parluki var nedarboties ar tiessaistes registraciju. Ja rodas 
\ziy\ problemas, meginiet citu parluku vai izlaidiet so darbTbu. 

8. Izvelieties printeri dialoglodzina Print (Izdruka). Ja printeris saraksta netiek paradTts, 
izvelieties Edit Printer List (Rediget printeru sarakstu), lai pievienotu printeri. 

9. Loga Printer List (Printeru saraksts) noklikskiniet uz Add (Pievienot). 

10. Nolaizamaja saraksta izvelieties Rendezvous (Tiksanas vieta). 

1 1 . Saraksta izvelieties printeri un noklikskiniet uz Add (Pievienot). 
Tas an ir viss. Darbs paveikts. 

Lai printera savienojumu mainTtu no USB uz tTkla savienojumu 

1 . Pievienojiet printeri tTklam. Skatiet nodalu Printera pievienosana tTklam. 

2. Izdrukajiet tTkla konfiguracijas lappusi un atrodiet ierakstu ar IP adresi. 

3. Atveriet Web parluku un ievadiet IP adresi, lai piekjutu printerT iegultajam Web serverim. 
Plasaku informaciju par iegulto Web serveri skatiet sadala legulta Web servera izmantosana. 

4. Noklikskiniet tabulatoru Networking (TTklosana). 

5. Noklikskiniet programmu apgabala kreisaja puse uz mDNS. 

6. Lodzina mDNS Service Name (mDNS pakalpojuma nosaukums) ievadiet unikalu 
nosaukumu (ITdz 63 rakstzTmem). 

7. Noklikskiniet uz Apply (Lietot). 

8. Izvelieties printeri dialoglodzina Print (Izdruka). Ja printeris saraksta netiek paradTts, 
izvelieties Edit Printer List (Rediget printeru sarakstu), lai pievienotu printeri. 

9. Loga Printer List (Printeru saraksts) noklikskiniet uz Add (Pievienot). 

10. Nolaizamaja saraksta izvelieties Rendezvous (Tiksanas vieta). 

1 1 . Saraksta izvelieties printeri un noklikskiniet uz Add (Pievienot). 

legulta Web servera izmantosana 

Printera iegultais Web serveris nodrosina vienkarsu tTkla printera parvaldTbu. Izmantojot jebkuru 
parlukprogrammu Windows vai Macintosh datora, varat tTkla sazinaties ar printeri, lai: 

• ParbaudTtu printera statusu un novertetu tintes ITmenus 

• ApskatTtu tTkla statistiku 

• Pielagotu printera tTkla konfiguraciju, piemeram, noradTtu starpniekserveri, iestatTtu DNS 
nosaukumu vai manuali ievadTtu IP adresi 

• lerobezotu piekjuvi konfiguracijas lappusem 

• PasutTtu detalas 

• Apmekletu HP vietni atbalsta sanemsanai 
Lai piekjutu iegulta Web servera majas lapai 

1 . Izdrukajiet tTkla konfiguracijas lappusi. Skatiet nodalu TTkla konfiguracijas lappuses drukasana. 

2. Parluka adreses lauka ievadiet printera IP adresi, kas noradTta tTkla konfiguracijas lappuse. 
IP adreses piemers: 10.0.0.81 

Tiek paradTta iegulta Web servera majas lapa. 
Informaciju par tTkla noteikumiem un iegulto Web serveri, kas nav atrodama saja rokasgramata, 
skatiet iegulta Web servera palTdzTba. 

Lai piekjutu iegulta Web servera palldzlbai 

1 . Atveriet iegulta Web servera majas lapu. Skatiet nodaju Lai piekjutu iegulta Web servera 
majas lapai. 

2. Majas lapas apgabala Other Links (Citas saites) noklikskiniet uz Help (PalTdzTba). 



40 



HP Photosmart 8400 serija 



TTkla konfiguracijas lappuses drukasana 

TTkla konfiguracijas lappusi no printera var izdrukat an bez savienojuma ar datoru. Konfiguracijas 
lappuse ir sniegta nodenga informacija par printera IP adresi, fikla statistiku un citiem fikla 
iestatTjumiem. Kopsavilkumu par noteiktiem tTkla iestatTjumiem var apskatTt an printer!. 

Lai izdrukatu detalizetu tTkla konfiguracijas lappusi 

1. Nospiediet printer! (Izvelne). 

2. Izvelieties Tools (R!ki), pec tarn nospiediet (Labi). 

3. Izvelieties Network (Tikis), pec tarn nospiediet OK. 

4. Izvelieties Print detailed report (Drukat detalizetu atskaiti), pec tarn nospiediet OK. 

Lai skatltu tTkla iestatljumu kopsavilkumu 

1. Nospiediet printer! (Izvelne). 

2. Izvelieties Tools (R!ki), pec tarn nospiediet (Labi). 

3. Izvelieties Network (Tikis), pec tarn nospiediet OK. 

4. Izvelieties Display summary (Parad!t kopsavilkumu), pec tarn nospiediet OK. 
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b Atbalsts un servisa 
nodrosinajums 

Saja nodaja ir iekjauta informacija partehnisko atbalstu un printera servisa nodrosinajumu. 

Klientu apkalposana 

Ja radusies kada problema, veiciet sadas darbTbas: 

1 . Parbaudiet printera komplektacija ieklauto dokumentaciju. 

UzstadTsanas rokasgramata: HP PhotoSmart 8400 serijas UzstadTsanas 
rokasgramata ir aprakstTts, ka uzstadTt printeri. 

Lietotaja rokasgramata: Lietotaja rokasgramata aprakstTtas printera pamatfunkcijas, 
paskaidrots, ka izmantot printeri, to nepievienojot datoram, ka an sniegta informacija 
par problemu noversanu. Ta ir pieejama tiessaistes formata Lietotaja rokasgramatas 
kompaktdiska. 

- HP PhotoSmart printera palldzlba: Ekrana redzamaja HP PhotoSmart printera 
palTdzTba ir aprakstTts, ka lietot printeri kopa ar datoru, ka an ir iekjauta informacija par 
programmaturas problemu noversanu. 

- Uzzinu rokasgramata: HP PhotoSmart 8400 serijas Uzzinu rokasgramata ir ta, ko 
paslaik lasat. Taja ir sniegta pamatinformacija par printeri — uzstadTsana, darbTba, 
tehniskais atbalsts un garantija. Lai iegutu detalizetakus noradTjumus, skatiet 
kompaktdisku Lietotaja rokasgramata. 

- HP PhotoSmart printera palldzlba: Ekrana redzamaja HP PhotoSmart printera 
palTdzTba ir aprakstTts, ka lietot printeri kopa ar datoru, ka an ir iekjauta informacija par 
programmaturas problemu noversanu. Skatiet nodaju Programmaturas instalesana. 

2. Ja nevarat atrisinat problemu, izmantojot dokumentacija ietverto informaciju, apmeklejiet 
vietni www.hp.com/support, lai: 

- Piekjutu tiessaistes atbalsta lapam 

NosutTtu HP e-pasta zinu un iegutu atbildes uz jus interesejosiem jautajumiem 

- Sazinatos ar HP tehnisko personalu, izmantojot tiessaistes terzesanu, ja sada iespeja 
ir paredzeta. 

- Noskaidrotu programmaturas atjauninajumu pieejamTbu 

Atbalsta iespejas un to pieejamTba ir atkanga no izstradajuma, valsts/regiona un valodas. 

3. Tikai Eiropa: Sazinieties ar vietejo tirdzniecTbas vietu. Ja printerim ir aparaturas kjume, tas 
janogada vieta, kurto iegadajaties. Servisa nodrosinajuma laika printera remonts tiek veikts 
bez maksas. Pec servisa nodrosinajuma perioda par apkalposanu bus jamaksa. 

4. Ja, izmantojot ekrana redzamo palTdzTbu vai HP vietni, problemu neizdodas noverst, zvaniet 
uz klientu apkalposanas talruna numuru, kas noradTts jusu valstij/regionam. Valstu/regionu 
talrunu numuru sarakstu skatiet nakamaja sadaja. 

Klientu apkalposana pa talruni 

Printera servisa nodrosinajuma perioda atbalstu pa talruni var sanemt bez maksas. Plasaku 
informaciju skatiet sadaja Pazinojums par ierobezoto garantiju vai apmeklejiet vietni 
www.hp.com/support, lai parbaudTtu, cik ilgs ir paredzetais bezmaksas atbalsts. 
Pec bezmaksas perioda atbalstam pa talruni kompanija HP sniedz palTdzTbu par papildu 
samaksu. Sazinieties ar savu HP izplatTtaju vai zvaniet uz savas valsts/regiona atbalsta talruna 
numuru, lai noskaidrotu atbalsta iespejas. 

Lai sanemtu HP atbalstu pa talruni, zvaniet uz savai atrasanas vietai atbilstoso atbalsta talruna 
numuru. ZvanTtajiem jasedz telekomunikaciju operatora noteiktas standartizmaksas. 
Rietumeiropa: Klienti no Austrijas, Bejgijas, Danijas, Spanijas, Francijas, Vacijas, Trijas, Italijas, 
NTderlandes, Norvegijas, Portugales, Somijas, Zviedrijas, Sveices un Lielbritanijas var apmeklet 
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vietni www.hp.com/support, lai sanemtu informaciju par atbalsta talruna numuriem sava valsti/ 
regiona. 




www.hp.com/ support 



Support for the following countries/ regions is available at www.hp.com/support: 
Austria, Belgium, Central America & The Caribbean, Denmark, Spain, France, 
Germany, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Finland, 
Sweden, Switzerland, and the United Kingdom. 



61 56 45 43 




Argentina (Buenos Aires) 
Argentina 


54-11-4708-1600 
0-800-555-5000 


Australia 


1300 721 147 


Australia (out-of-warranty) 


1902 910 910 


800 171 




Brasil (Sao Paulo) 


55-11-4004-7751 


Brasil 


0-800-709-7751 


Canada (Mississauga Area) 
Canada 


(905) 206-4663 
1 -(800)-474-6836 


Chile 


800-360-999 




Ui 1 -OOO 1 -»KJ 1 O 




800-810-3888 




3001 


Colombia (Bogota) 
Colombia 


571-606-9191 
01-8000-51-4746-8368 


Costa Rica 


0-800-011-1046 


Ceska republika 


261 307 310 


Ecuador (Andinatel) 


1-999-1 19 IS 
800-711-2884 


Ecuador (Pacifitel) 


1-800-225-528 « 
800-711-2884 


2 532 5222 




El Salvador 


800-6160 


EAAafia (ano to e^ojtepiko) 
EAAdSa (evtoc. EMd5ac) 
EAAd5a (ano KuiTpo) 


+ 30 210 6073603 
801 11 22 55 47 
800 9 2649 


Guatemala 


1-800-711-2884 




2802 4098 


Magyarorszdg 


1 382 1 1 1 1 


India 


1 600 44 7737 


Indonesia 


+62(21)350 3408 


(0) 9 830 4848 


"new 


Jamaica 


1-800-711-2884 


B* 


0570-00051 1 


B*(***S3S<»»£) 


03-3335-9800 





1588-3003 


Malaysia 


1 800 805 405 


Mexico (Mexico City) 
Mexico 


55-5258-9922 
01-800-472-68368 


22 404747 




New Zealand 


0800 441 147 


Nigeria 


1 3204 999 


Panama 


1-800-711-2884 


Paraguay 


009 800 54 1 0006 


Pen) 


0-800-10111 


Philippines 


2 867 3551 


Polska 


22 5666 000 


Puerto Rico 


1-877-232-0589 


Republica Dominicana 


1-800-711-2884 


Romania 


(21)315 4442 


Poccrm (MocKBa) 
Poccna (CaHKT-[~leTep6ypr) 


095 7973520 
812 3467997 


800 897 1444 


Aj^Jl i ill! 


Singapore 


6 272 5300 


Slovakia 


2 50222444 


South Africa (International) 


+ 27 11 2589301 


South Africa (RSA) 


086 0001030 


Rest Of West Africa 


+ 351 213 1763 80 


#m 


02-8722-8000 


Inu 


+66 (2) 353 9000 


71 89 12 22 




Trinidad & Tobago 


1-800-711-2884 


Turkiye 


90 216 444 71 71 


yxpai'Ha 


(380 44) 4903520 


800 4520 


Sa^I iujJI cjljUVI 


United States 


l-(800)-474-6836 


Uruguay 


0004-054-177 


Venezuela (Caracas) 
Venezuela 


58-212-278-8666 
0-800-474-68368 


Viet Nam 


+84 88234530 
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ZvanTsana 

Zvanot uz Klientu apkalposanas numuru, atrodieties datora un printera tuvuma. Sagatavojiet 
sadu informaciju: 

• Printera modela numuru (noradTts printera priekspuse) 

• Printera serijas numuru (noradTts printera apakspuse) 

• Datora operetajsistemu. 

• Printera draivera versiju: 

Operetajsistema Windows: Lai apskatTtu printera draivera versiju, ar peles labo pogu 
noklikskiniet uz HP ikonas sistemas Windows uzdevumjosla un izvelieties About (Par). 
Macintosh datoriem: Lai apskatTtu printera draivera versiju, izmantojiet dialoglodzinu 
Print (Drukasana). 

• Printera ekrana vai datora monitors paradTtos zinojumus. 

• Atbildes uz sadiem jautajumiem: 

Vai problema, kuras dej zvanat, ir atgadTjusies an ieprieks? Vai varat radTt sadu 
situaciju velreiz? 

- Vai uzstadTjat jaunu aparaturu vai instalejat datora programmaturu aptuveni taja laika, 
kad radas problema? 

Pazinojums par ierobezoto garantiju 

Pazinojums par servisa nodrosinajumu komplektacija ir ieklauts atseviski. 
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q Tehniskie dati 



Saja sadala minetas minimalas sistemas prasibas HP PhotoSmart printera programmaturas 
instalesanai un daleji sniegti printera tehniskie dati. 

PilnTgu printera tehnisko datu un sistemas prasTbu sarakstu skatiet uz ekrana HP PhotoSmart 
printera palTdzTba. Informacija par ekrana redzamas HP PhotoSmart printera palTdzTbas 
skatTsanu pieejama nodala Papildinformacijas meklesana. 

Sistemas prasibas 



Komponents 


Windows minimalas 
prasibas 


Macintosh minimalas 
prasibas 


Operetajsistema 


Microsoft® Windows 98, 2000 
Professional, ME, XP Home 
vai XP Professional 


Mac® OS X no 10.1 ITdz 10.3 


Procesors 


Intel® Pentium 8 II (vai 
ekvivalents) vai jaunaks 


G3 vai jaunaks 


RAM 


64 MB (ieteicams — 128 MB) 


Mac OS no 10.1 ITdz 10.3: 
128 MB 


BrTva vieta uz diska 


500 MB 


500 MB 


ViriporiiQnlpi^ 


ROOxfiOO 1 fi hitu vai lahaks 


ROOxfiOO 1 fi hitu vai lahakc; 


CD-ROM diskdzinis 


4x 


4x 


Savienojamlba 


USB: Microsoft Windows 98, 
2000 Professional, ME, XP 
Home un XP Professional 

Ethernet: izmantojot 
Ethernet portu 

PictBridge: lietojot prieksejo 
kameras portu 

Bluetooth: lietojot papildu 
HP Bluetooth bezvadu 
adapteri 


USB: Prieksejais un 
aizmugurejais ports (OS X 
no 10.1 ITdz 10.3) 

Ethernet: izmantojot 
Ethernet portu 

PictBridge: lietojot prieksejo 
kameras portu 


Parluks 


Microsoft Internet Explorer 
5.5 vai jaunaka versija 





Printera tehniskie dati 



Kategorija 


Tehniskie dati 


Savienojamlba 


USB: Microsoft Windows 98, 2000 Professional, ME, XP 
Home un XP Professional; Mac OS X no 10.1 ITdz 10.3 

Ethernet 
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Kategorija 


Tehniskie dati 


Vides prasTbas 


Darbibas laika ieteiktas: 15-30° C (59-86° F), 20-80% 
RH 

Darbibas laika maksimalas: 5-40° C (41-104° F), 15- 
80% RH 

Glabasanas temperaturas intervals: -30-65° C (22- 
149° F) 


Attelu failu formati 


JPEG Baseline 

TIFF 24 bitu RGB nesaspiests slanains 
TIFF 24 bitu YCbCr nesaspiests slanains 
TIFF 24 bitu RGB packbits slanains 
TIFF 8 bitu pelektonu nesaspiests/packbits 
TIFF 8 bitu krasu nesaspiests/packbits 
TIFF 1 bita nesaspiests/packbits/1 D Huffman 


Materialu izmeri 


FotopapTrs 10x15 cm (4x6 collas) 

FotopapTrs ar malinu; 10x15 cm ar 1,25 cm malinu (4x6 
collas ar 0,5 collu malinu) 

Attelu radTtaja kartTtes 10x15 cm (4x6 collas) 

Hagaki kartTtes 100x148 mm (3,9x5,8 collas) 

A6 kartTtes 105x148 mm (4,1x5,8 collas) 

L izmeru kartTtes 90x127 mm (3,5x5 collas) 

L formata kartTtes ar malinu; 90x127 mm ar 12,5 mm 
malinu (3,5x5 collas ar 0,5 collu malinu) 


Materialu specifikacija 


leteicamais maksimalais garums: 356 mm (14 collas) 

leteicamais maksimalais biezums: 292 urn (11,5 collas 
tukstosdalas) 


Materialu izmeri, standarta 


FotopapTrs 

no 76x76 mm ITdz 216x356 mm (no 3x3 collam ITdz 
8,5x14 collam) 

Parastais paplrs 

Letter formats, 216x280 mm (8,5x11 collas) 
Legal formats, 216x356 mm (8,5x14 collas) 
Executive formats, 190x254 mm (7,5x10 collas) 
A4 formats, 210x297 mm (8,27x1 1 ,7 collas) 
A5 formats, 148x210 mm (5,8x8,3 collas) 
B5 formats, 176x250 mm (6,9x9,8 collas) 
KartTtes 

Hagaki kartTtes, 100x148 mm (3,94x5,83 collas) 

L formata kartTtes, 90x127 mm (3,5x5 collas) 

L formata kartTtes ar malinu, 90x127 mm ar 12,5 mm 
malinu (3,5x5 collas ar 0,5 collu malinu) 
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Kategorija 


Tehniskie dati 




Kartotekas kartTtes, 76x127 mm, 10x15 cm un 127x203 
mm (3x5 collas, 4x6 collas un 5x8 collas) 

A6 kartTtes, 105x148,5 mm (4,13x5,85 collas) 

Aploksnes 

Nr. 9, 98,4x225,4 mm (3,875x8,875 collas) 
Nr. 10, 105x240 mm (4,125x9,5 collas) 
A2 Invitation, 1 10x146 mm (4,375x5,75 collas) 
DL formats, 100x220 mm (4,33x8,66 collas) 
C6 formats, 114x162 mm (4,5x6,4 collas) 
Pielagots papTra formats 

76x127 mm ITdz 216x356 mm (3x5 collas ITdz 8,5x14 
collas) 

CaurspTdTgas filmas un uzllmes 

Letter formats, 216x280 mm (8,5x11 collas) 
A4 formats, 210x297 mm (8,27x11,7 collas) 


Materialu veidi 


PapTrs (parastais, Inkjet, fotopapTrs un nepartrauktas 
padeves papTrs) 

Aploksnes 

CaurspTdTgas filmas 

UzlTmes 

KartTtes (attelu radTtaja, apsveikuma, Hagaki, A6, L 
formata) 

Uzgludinamajiem materialiem 


Memory cards (Atminas kartes) 


CompactFlash tips I un II 
Microdrive 
MultiMediaCard 
Secure Digital 
SmartMedia 
Memory Sticks 
xD-Picture Card 


Atminas kartes atbalstTtie failu 
formati 


Drukasana: Skatiet sarakstu Attelu failu formati tabulas 
augsdaja 

Saglabasana: Visi failu formati 


PapTra paplates 


Galvena paplate 

76x127 mm ITdz 216x356 mm (3x5 collas ITdz 8,5x14 
collas) 

FotopapTra paplate 

10x15 cm (4x6 collas) un Hagaki formats 
Izvada paplate 
Visi atbalstTtie izmeri 
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Kategorija 


Tehniskie dati 


PapTra padeves ietilpTba 


Galvena paplate 

100 parasta papTra loksnes 
14 aploksnes 

20-40 kartTtes (atkanba no biezuma) 
20 nepartrauktas padeves papTra loksnes 
30 uzlTmju loksnes 

25 caurspTdTgas filmas, uzgludinamie materiali vai 
fotopapTra loksnes 

FotopapTra paplate 

25 fotopapTra loksnes 
Izvada paplate 

50 parasta papTra loksnes 

20 fotopapTra, nepartrauktas padeves papTra loksnes vai 
caurspTdTgas filmas 

1 0 kartTtes vai aploksnes 

25 uzlTmju loksnes vai uzgludinamie materiali 


Stravas paterins 


Drukasana: 15-45 W 
□ikstave. o W 
Izslegts: 2 W 


Stravas vada modeja numurs 


Q0950-4476 


Drukas kasetnes 


HP pelektonu fotodrukas kasetne (C9368A) 
HP krasu fotodrukas kasetne (C9369E) 
HP tnskrasu drukas kasetne (C8766E vai C9363E) 
HP melnas drukas kasetne (C8767E) 


USB atbalsts 


Microsoft Windows 98, 2000 Professional, ME, XP Home 
un XP Professional 

Mac OS X no 10.1 ITdz10.3 

HP iesaka izmantot USB kabeli, kas ir Tsaks par 3 
metriem (10 pedam) 


TTkla atbalsts 


Microsoft Windows 98, 2000 Professional, ME, XP Home 

un XP Professional 

Mac OS X no 10.1 ITdz10.3 

RJ-45 Ethernet kabelis 


Videofailu formati 


Motion JPEG AVI 
Motion-JPEG QuickTime 
MPEG-1 



Pazinojumi par vidi 

Hewlett-Packard Company ir uznemusies saistTbas nodrosinat kvalitatTvus produktus, rupejoties 
par vides aizsardzTbu. 
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Vides aizsardzlba 

Sim printerim ir vairakas TpasTbas, kas ITdz minimumam samazina ietekmi uz vidi. Lai iegutu 
plasaku informaciju, apmeklejiet vietni par HP saistTbam pret vidi www.hp.com/hpinfo/ 
globalcitizenship/environment/. 

Ozona veidosanas 

ST ieffce neizdala butisku ozona daudzumu (0 3 ). 

Energijas paterins 

Energijas paterins ieverojami samazinas, darbojoties ENERGY STAR® rezTma, kas taupa dabas 
resursus un naudu, neietekmejot augsto ieffces veiktspeju. lence atbilst ENERGY STAR 
(bffvpratTga programma, kura izveidota, lai veicinatu energoefektTvu biroja produktu izstradi) 
prasTbam. 

ENERGY STAR is a U.S. registered mark of the U.S. EPA. As an ENERGY 
STAR partner, Hewlett-Packard Company has determined that this product 
meets the ENERGY STAR guidelines for energy efficiency. Lai iegutu plasaku 
informaciju, apmeklejiet www.energystar.gov. 

Paplra izmantosana 

ST ieffce ir piemerota otrreizejas parstrades papTra izmantosanai atbilstosi standartam DIN 19309. 

Plastmasas prieksmeti 

Plastmasas detalas, kas smagakas par 24 gramiem (0,88 uncem), ir marketas atbilstosi 
starptautiskajiem standartiem, kuri, beidzoties printera kalposanas laikam, uzlabo iespeju 
identificet otrreizeji parstradajamos plastmasas prieksmetus. 

Materialu drosuma datu lapas 

Materialu drosuma datu lapas (Material Safety Data Sheets — MSDS) var iegut HP vietne 
www.hp.com/go/msds. Klienti, kuriem nav piekjuves internetam, var sazinaties ar klientu 
apkalposanas dienestu. 

Otrreizejas parstrades programma 

HP piedava arvien vairak produktu atgriesanas un otrreizejas parstrades programmu, kas 
darbojas daudzas valstTs un kuras piedalas vairaki lieli elektronikas otrreizejas parstrades centri 
visa pasaule. HP taupa resursus, talak pardodot dazus no saviem vispopularakajiem produktiem. 
ST HP produkta lodejumos ir svins, kas kalposanas laika beigas, iespejams, prasa Tpasu apstradi. 
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Regulatory notices 

Hewlett-Packard Company 

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: 

• This device may not cause harmful interference, and 

• This device must accept any interference received, including interference that may cause undesired operation. 
Pursuant to Part 1 5.21 of the FCC Rules, any changes or modifications to this equipment not expressly approved by Hewlett- 
Packard Company may cause harmful interference, and void your authority to operate this equipment. Use of a shielded data 
cable is required to comply with the Class B limits of Part 1 5 of the FCC Rules. 

For further information, contact: Hewlett-Packard Company, Manager of Corporate Product Regulations, 3000 Hanover 

Street, Palo Alto, CA 94304, (650) 857-1501. 

Note 

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 1 5 of the 
FCC rules. These limits are designed to provide reasonable protection against harmful interference in a residential 
installation. This equipment generates, uses, and can radiate radio frequency energy and, if not installed and used in 
accordance with the instructions, can cause harmful interference to radio communications. However, there is no guarantee 
that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or 
television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct 
the interference by one or more of the following measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and the receiver. 

• Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

• Consult the dealer or an experienced radio/TV technician for help. 
Pazinojums par LED indikatoriem 

The display LEDs meet the requirements of EN 60825-1 . 
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